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For more than ten years, Fujian Aidi Electric Co., Ltd. has been focusing on the research & development and production of mini electric
diaphragm pumps, mini submersible pumps, portable oil pumps, sprayers, etc. The headquarter of group company is located in
Xiamen, a special economic zone. Fujian Aidi has a complete management system, advanced equipment, lean management mode for
production, sufficient production capacity, efficient operation, and stable product quality, which has been highly recognized by users.

The company's products are SEAFLO brand, with complete series of miniature electric diaphragm pumps and submersible pumps,
which have passed CE and ROHS certification and obtained more than 100 patents, and the products are widely used in cleaning &
sanitation, agriculture & gardens, food & beverage, medical & health, bathroom cleaning, water purification & drinking, printing &
dyeing spraying, outdoor sports, rear service support and other related fields. SEAFLO is serving more than 1,000 customers around
the world, and providing customized solutions for more than 100 well-known customers. From product design to mold manufacturing,
from production assembly to professional testing, SEAFLO has a professional team to serve you.

SEAFLO has always been providing high cost-effective products and solutions for global users with an attitude of continuous
improvement and innovation.

Automatic Injeci:ion Equipment '_ iy T . X k- Mold Workshop

Factory One Factory Two Xiamen R&D and Sales Center
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CERTIFICATIONS OEM/ODM

SEAFLO factory pays high value to ISO system including ISO 9001:2015, ISO 14001:2015 and ISO 18001:2007 for general management and production. SWITCHING HOUSING CONNECTORS VALVES DIAPHRAGM MOTOR
SEAFLO not only has obtained 7 Invention Patents, 40 Utility Model Patents, 125 Design Patents till now, but also received many international
authentications including CE, RoHS, REACH, CSA, ISO 8846 1SO 8849, PAHs etc.
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DIAPHRAGM PUMP

SEAFLO diaphragm pump is 12 / 24v DC pressure pump, and some models have 115 and 230V AC. The internal ColorBox industry Carcon
diaphragm agitates back and forth to change the chambers' volume to suck and discharge liquid, and the pump 5/8" X 3/8" 5/8" X 3/8"
can be self-priming. It can pump fresh water, waste water, and sea water, but agricultural corrosive liquid, please
inform us separately. The pumped liquid should be below 60°C, and the pump can run dry. This product's
diaphragm is made of high quality Santoprene, and the valve is made of the high quality EPDM, greatly 23F001 23F001
. . — - dard i
improving the product life and scope of application. Agricultural Pump standard Accessories
SEAFLO diaphragm pump runs water smoothly and quietly, giving users a quiet experience environment. Some
products provide both thermal protection and back flow protection, not only to providing more protection for FRESH WATERPUMP 23SERIESATYPE
the pump but also reducing maintenance and repair costs effectively. Each pump pressure has an adjustable PSI/BAR
] ) ) ) ) FEATURES & BENEFITS PUMP o4
range, so users can not be adjusted optionally, and if necessary, please inform us in advance. . Open flow up to 1.5gpm/5.6lpm Max Recommended Temperature s
« Dry run capability 140 °F (60 °C) Max. 50/3.5
SEAFLO pumps should not pump petrol, petroleum products or any other liquid with ignition point below 100°F » Max Self-priming up to 5 feet/1.5m Priming Capabilities 20/2.8
+ Wat f grade IP54 with extra cover I
(38°C). At the same time, the pumps should be stalled in dry and ventilated places, or some places near water. . o:-zz:::d%;angenfe pr\:;suree switch 2 feet (0.6m) suct!on |fft for 0.5 and 0.7gpm 30/2.1
. Confi ble reflux f . 5 feet (1.5m) suction lift for 1, 1.2 and 1.5gpm 20/1.4
ontigurable retiux unction
- Adapt to a variety of scenarios Inlet/Outlet Ports 1o '
E‘ E ] . . Multiple connectoroptions 5/8"qUiCk connector 0/0 05 10 15 20 25 30 35 40 45 50 55 60 L/min
! ] * By pass technology reduces cycling Weight @ (.5gpm/1.9lpm @ (.7gpm/2.6lpm
- Ignition protected, CE, RoHS 1.54 Ibs (0.7 kg) @ 1.0gpm/3.8lpm @ 1.2gpm/4.3lpm

& 1. 5gpm/5.6lpm

||
P
g z, / Can match multiple 1/4" quick 6.5in 165.0mm
T — o -‘“ attach fittings to meet different ) 750 - > 1on
| . WATERPROOF requirements. 55.0mm
Water Purification & Drinking GRADE
A T — e L IP54
y = :
©wo 0
o o :
LARGE FLOW 23F002 23F003 j :
Upto1.5gpm | (5/8"X3/8") (5/8" X 1/4") w8
5.6lpm Optional Accessories 0.20in
?5.00mm
________ STANDARD PUMP CONFIGURATIONS
et < | T Model Voltage  GPM/LPM Control Type MaxAmps  PSI/BAR  Valves Diaphragm Ports
. Rear Service Support
") | SFDP1-005-070-23A 12v 0.5/1.9 Switch & By pass 1.8A 70/4.8 EPDM/Viton Santoprene 5/8" quick attach
' SFDP2-005-070-23A 24V 0.5/1.9 Switch & By pass 1.0A 70/4.8 EPDM/Viton Santoprene 5/8" quick attach
. l.hh:;‘ = SFDP1-007-070-23A 12V 0.7/2.6 Switch & By pass 2.5A 70/4.8 EPDM/Viton Santoprene 5/8" quick attach
:; = ﬁ 5- i SFDP2-007-070-23A 24V 0.7/2.6 Switch & By pass 1.2A 70/4.8 EPDM/Viton Santoprene 5/8" quick attach
E; = | SFDP1-010-040-23A 12v 1.0/3.8 Switch & By pass 3.8A 40/2.8 EPDM/Viton Santoprene 5/8" quick attach
- == SFDP2-010-040-23A 24V 1.0/3.8 Switch & By pass 2.0A 40/2.8 EPDM/Viton Santoprene 5/8" quick attach
L — \ - SFDP1-012-040-23A 12V 1.2/4.3 Switch & By pass 4.2A 40/2.8 EPDM/Viton Santoprene 5/8" quick attach
Bathroom & Cleaning Industrial Supporting SFDP2-012-040-23A 24V 1.2/4.3 Switch & By pass 2.2A 40/2.8 EPDM/Viton Santoprene  5/8" quick attach
p
o SFDP1-015-040-23A 12v 1.5/5.6 Switch & By pass 4.5A 40/2.8 EPDM/Vitom Santoprene 5/8" quick attach
SFDP2-015-040-23A 24V 1.5/5.6 Switch & By pass 2.5A 40/2.8 EPDM/Viton Santoprene 5/8" quick attach
SFDP1-012-060-23N 12V 1.2/4.3 Switch & By pass 4.2A 60/4.1 Viton Santoprene 5/8" quick attach

Inquire about other configurations, or valve and diaphragm materials
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Industry Carton Industry Carton

Color Box Color Box
l 5/8" X 3/8" l 5/8" X 3/8" 5/8" X 3/8" 5/8" X 3/8"
The power adapter 23F001 23F001 23F001 23F001
Input voltage: AC100V~240V
Output voltage: 12V 3.A Standard Accessories Standard Accessories

FRESH WATER PUMP 23 SERIESBTYPE FRESH WATER PUMP 23SERIESCTYPE

PSI/BAR PSI/BAR

FEATURES & BENEFITS PUMP Joras FEATURES & BENEFITS PUMP e
' Continuous dut )

+ Open flow up to 1.5gpm/5.6lpm Max Recommended Temperature 60/4.2 Can run dry y Max Recommended Temperature 60/4.2
* Dryrun capAabA|I|ty 140 °F (60 °C) Max. 5013.5 Self-Priming 140 °F (60 °C) Max. 50/3.5
* Max Self-priming up to 5 feet/1.5m Priming Capabilities 40/2.8 1 Quite operation Priming Capabilities 40/2.8 1
+ Waterproof grade IP54 with extra cover Long Life Pressure Switch L 30121
+ On-demand long life pressure switch 5 feet (1.5m) suction lift o Waterproof grade IPX54 2.4 feet (0.8m) suction lift )

20/1.4 i i 20/1.4
- Configurable reflux function Inlet/Outlet Ports / g:lzglmefnodrt;rz\;i:?:fmitch Inlet/Outlet Ports oo

10/0.7 - . .
« Adapt to a variety of scenarios 5/8" quick connector . Adjustable pressure setting 5/8" hose barb .

. : 0/0 05 10 15 20 25 30 35 40 45 50 55 60 L/min J P . . 00 05 10 15 20 25 30 35 40 45 50 55 60 L/min

+ Multiple connector options Weight Capable of supplying 1-2 fixtures (Custom O-Ring Outlets available)
+ By pass technology reduces cycling 1.54 1bs (0.7 kg) = 0.5gpm/1.9lpm = 0.7gpm/2.6lpm By pass technology reduces cycling Weight @= 0.5gpm/1.9lpm @@= 0.7gpm/2.6lpm

« Extra button for easy control @ 1.0gpm/3.8lpm @ 1.2gpm/4.3lpm @= 1.0gpm/3.8lpm @ 1.2gpm/4.3lpm

1.54 Ibs (0.7 kg)

« Ignition protected, CE, RoHS @ 1.5gpm/5.6lpm @ 1.5gpm/5.6lpm

47
P X4 ’ P4 R .. .0mm
U4 : i 2z, Can match multiple 1/4" quick
. Z, Can match multiple 1/4" quick fi “ " . -
A/ 74 attach fittings to meet different ] 7.28in_185.0mm pe— f;;a;’r‘efr:te':?; to meet different i B
WATERPROOF requirements. '\.‘ 2.16in GRADE ""
GRADE P54 2 =— £
P54 ' /| . E
P s o s
/ :s) S w N L%
/ N g J N - g8 B S
\ e \ g 23F002 23F003 " . .
g LARGE FLOW
3
LARG‘EI FLOW (5/?2?258“) (5/????4“) e 3 Upto1.5gpm  (5/8'X3/8")  (5/8"X1/4) e = catn 1650
op ;oﬁlfn%pm Optional Accessories — 4.05in_102.8mm C! - 5.6lpm Optional Accessories ! 4.05in 102.8mm ! A4Ln 5Somm

STANDARD PUMP CONFIGURATIONS

Model Voltage GPM/LPM Control Type Max Amps PSI/BAR Valves Diaphragm Ports
STANDARD PUMP CONFIGURATIONS SFDP1-005-070-23C 12v 0.5/1.9 Switch & By pass 1.8A 70/4.8 EPDM  Santoprene  5/8" quick attach
gl Voltagel  GRM/LBM == ControlType = MaxAmps. PSI/BAR = Valves  Diaphragm s SFDP2-005-070-23C 24V 0.5/1.9  Switch & By pass 1.0A 70/48  EPDM  Santoprene  5/8" quick attach
SFDPAX-005-070-23B  100V-240V 0.5/1.89 Switch & By pass 1.8A 70/4.8 EPDM Santoprene 5/8" quick attach SEDP1-007-070-23C 12v 0.7/2.6 Switch & By pass 25A 70/4.8 EPDM Santoprene 5/8" quick attach
SFDPAX-007-070-23B  100V-240V 0.7 /2.65 Switch & By pass 2.2A 70/4.8 EPDM Santoprene 5/8" quick attach SEDP2-007-070-23C 24V 0.7/2.6 Switch & By pass 1.2A 70/4.8 EPDM Santoprene 5/8" quick attach
SFDPAX-010-040-23B  100V-240V 1.0/38 Switch & By pass 2.5A 40/2.8 EPDM Santoprene 5/8" quick attach SEDP1-010-040-23C 12V 1.0/3.8 Switch & By pass 3.8A 40/2.8 EPDM Santoprene 5/8" quick attach
SFDPAX-012-040-23B  100V-240V 1.2/45 Switch & By pass 2.8A 40/2.8 EPDM Santoprene 5/8" quick attach SFDP2-010-040-23C 24V 1.0/3.8 Switch & By pass 2.0A 40/2.8 EPDM Santoprene 5/8" quick attach
SFDPAX-015-040-23B  100V-240V 15/5.6 Switch & By pass 3.0A 40/2.8 EPDM Santoprene 5/8" quick attach SFDP1-012-040-23C 12v 1.2/43 Switch & By pass 42A 40/2.8 EPDM Santoprene 5/8" quick attach
Inquire about other configurations, or valve and diaphragm materials SFDP2-012-040-23C 24v 12/43  Switch & By pass 2.2A 40/28  EPDM  Santoprene  5/8" quick attach
SFDP1-015-040-23C 12V 1.5/5.6 Switch & By pass 4.5A 40/2.8 EPDM Santoprene 5/8" quick attach
SFDP2-015-040-23C 24V 1.5/5.6 Switch & By pass 2.5A 40/2.8 EPDM Santoprene 5/8" quick attach

Inquire about other configurations, or valve and diaphragm materials
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Color Box Industry Carton Color Box Industry Carton

5/8" X 3/8" 5/8" X 3/8" 5/8" X 3/8" 5/8" X 3/8"

23F001 23F001 23F001 23F001
Standard Accessories Standard Accessories
FRESH WATER PUMP 23SerIESD TYPE FRESH WATER PUMP 23 SERIESETYPE
FEATURES & BENEFITS PUMP PSI/BAR PSI/BAR
e FEATURES & BENEFITS PUMP s
Canrundry Max Recommended Temperature 60/4.2 + Open flow up to 1.5gpm/5.6lpm Max Recommended Temperature 60/4.2
Qullfte operation 140 °F (60 °C) Max. 50/3.5 + Dry run capability 140 °F (60 °C) Max. 50/3.5
Self-Primin - e . -primi
Long Life P?essure Switch Priming Capabilities 40/2.8 1 C/lva: Self p;'mmdg UIEStZ > _ftehevl'sm Priming Capabilities 40/2.8 1
Waterproof grade IPX54 2.4 feet (0.8m) suction lift 30/2.1 aterproot grade ) with ex ra.cover 2 feet (0.6m) suction lift for 0.5 and 0.7gpm 30/2.1
Multiple ports available + On-demand long life pressure switch o
. Inlet/Outlet Ports 20/1.4 ' . 5 feet (1.5m) suction lift for 1, 1.2 and 1.5gpm 20/1.4
On-demand pressure switch « Configurable reflux function
Adjustable pressure setting 5/8" hose barb 10107 - Adapt to a variety of scenarios Inlet/Outlet Ports 1007
Capable of supplying 1-2 fixtures (Custom O-Ring Outlets available) 0/0 05 10 15 20 25 30 35 40 45 50 55 60 L/min  Multiple connector options 5/8" quick connector 0/0 05 10 15 20 25 30 35 40 45 50 55 60 L/min
Continuous dUty with bypass teChnObgy Weight @ (.5gpm/1.9lpm @&» (.7gpm/2.6lpm . By pass techno|ogy reduces Cyding Weight @& (.5gpm/1.9lpm @&» (.7gpm/2.6lpm
1.54 Ibs (0.7 kg) @ 1 0gpm/3.8lpm @ 1.2gpm/4.3lpm - Ignition protected, CE, RoHS 1.54 Ibs (0.7 kg) @ 1.0gpm/3.8lpm @ 1.2gpm/4.3lpm
& 1. 5gpm/5.6lpm & 1. 5gpm/5.6lpm
7°, 7°,
. z Can match multiple 1/4" quick 2.16in g z, Can match multiple 1/4" quick 6.5in 165.0mm
-‘“ attach fittings to meet different ) 5 si -‘“ attach fittings to meet different ) \75i - > 16n
WATERPROOF requirements. -/oIn WATERPROOF requirements. 55.0mm
GRADE '\‘ 70.0mm GRADE '\‘
IP54 i IP54 i
| . : . = :
an o0 S £
m - 1 e 8 f\ - S 5% =
- p=} -
o e ’ g o v £
LARGE FLOW 23F002 23F003 o LARGE FLOW 23F002 23F003 ] =
Upto1.5gpm  (5/8"X3/8")  (5/8"X1/4") e Upto1.5gpm | (5/8"X3/8")  (5/8"X1/4") e 4.05in_102.8mm
5.6lpm Optional Accessories 4.05in 102.8mm 5.6lpm Optional Accessories ¢g-§8in
. mm
5.12in 130.0mm
STANDARD PUMP CONFIGURATIONS STANDARD PUMP CONFIGURATIONS
Model Voltage GPM/LPM  ControlType Amps(A)  PSI/BAR Valves Diaphragm Ports Model Voltage GPM/LPM Control Type Amps PSI/BAR VEIES Diaphragm Ports
SEDP1-005-070-23D 12V 0.5/1.9 By pass 1.8Max 70/4.8 EPDM Santoprene 5/8" quick attach SFDP1-005-070-23E 12v 0.5/1.9 Switch & By pass 1.8Max 70/4.8 EPDM Santoprene 5/8" quick attach
SFDP2-005-070-23D 24V 0.5/1.9 By pass 1.0Max 70/4.8 EPDM Santoprene 5/8" quick attach SFDP2-005-070-23E 24V 0.5/1.9 Switch & By pass 1.0Max 70/4.8 EPDM Santoprene 5/8" quick attach
SEDP1-007-070-23D 12V 0.7/2.6 By pass 2 5Max 70/4.8 EPDM Santoprene 5/8" quick attach SFDP1-007-070-23E 12v 0.7/2.6 Switch & By pass 2.5Max 70/4.8 EPDM Santoprene 5/8" quick attach
SEDP1-007-070-23D 24V 07/2.6 By pass 1 2Max 70/4.8 EPDM Santoprene 5/8" quick attach SFDP2-007-070-23E 24V 0.7/2.6 Switch & By pass 1.2Max 70/4.8 EPDM Santoprene 5/8" quick attach
SEDP1-010-040-23D 12V 10/3.8 By pass 3.8Max 40/2.8 EPDM Santoprene 5/8" quick attach SFDP1-010-040-23E 12v 1.0/3.8 Switch & By pass 3.8Max 40/2.8 EPDM Santoprene 5/8" quick attach
SEDP1-010-040-23D 24V 1.0/3.8 By pass 2 OMax 40/2.8 EPDM Santoprene 5/8" quick attach SFDP2-010-040-23E 24V 1.0/3.8 Switch & By pass 2.0Max 40/2.8 EPDM Santoprene 5/8" quick attach
SFDP1-012-040-23D 12v 1.2/4.3 By pass 4.2Max 40/2.8 EPDM Santoprene 5/8" quick attach SFDP1-012-040-23E 12v 1.2/4.3 Switch & By pass 4.2Max 40/2.8 EPDM Santoprene 5/8" quick attach
SFDP1-012-040-23D 24V 1.2/43 By pass 2 2Max 40/2.8 EPDM Santoprene 5/8" quick attach SFDP2-012-040-23E 24V 1.2/4.3 Switch & By pass 2.2Max 40/2.8 EPDM Santoprene 5/8" quick attach
SEDP1-015-040-23D 12V 15/56 By pass 4.5Max 40/2.8 EPDM Santoprene 5/8" quick attach SFDP1-015-040-23E 12v 1.5/5.6 Switch & By pass 4.5Max 40/2.8 EPDM Santoprene 5/8" quick attach
SEDP2-015-040-23D 24V 1.5/5.6 By pass 2 5Max 40/2.8 EPDM Santoprene 5/8" quick attach SFDP2-015-040-23E 24V 1.5/5.6 Switch & By pass 2.5Max 40/2.8 EPDM Santoprene 5/8" quick attach

Inquire about other configurations, or valve and diaphragm materials
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DIAPHRAGM PUMP 21 SERIES

FEATURES & BENEFITS

Compact design

Self Priming

Heavy-duty demand switch

Run Dry Without Damage

Silent & Smooth Operation
Industry standard mount pattern
Multiple Inlet & Outlet Port

EMC Protection (Optional)

TYPICAL APPLICATIONS

'k.'-.

o k

- s
Outdoor Heater Backpack Sprayer Sensor Faucet Solar Pumping System  Agriculture & Irrigation

DIAPHRAGM PUMP 21A SERIES

FEATURES & BENEFITS

Built in Bypass

Silent & Smooth Operation
Food Grade Material

Low Power Draw Coca Cla
Run Dry Without Damage
Multiple Inlet & Outlet Port
Self Priming

EMC Protection(Optional)

Water Dispenser
Machine

& Beverage Machine

TYPICAL APPLICATIONS

Water Dispenser

Machine

|

L3

Home Beer Brewing
Machine

DIAPHRAGM PUMP 21 SERIES @allelsRai{=S 8RN AN SN[

TYPICAL APPLICATIONS

FEATURES & BENEFITS

High Pressure up to 100PSI
Corrosion Resistant

Low Power Draw

Silent & Smooth Operation
Run Dry Without Damage
Multiple Inlet & Outlet Port
Self Priming

EMC Protection (Optional)

High Pressure
Cleaning Machine

Car Washing

CE @) D oihs 25 @ & FDA 150 9001:2015 1S0 14001:2015 1S0 45001:2018 S — A F L()®
www.seaflo.cn Email: cn@seaflo.com =

PUMP MOTOR PUMP PERFORMANCE
Type Duty Cycle (GPM/LPM) 1.0GPM/40PSI
2 Chamber positive displacement diaphragm Intermittent 0.90/34 : : :
pump, self priming, capable of being run dry Voltage 0.85/3.2
Primi ili

riming Capabi |Fy A 12V/24V 080/30
4 feet (1.2 m) suction lift Leads
Re-start Pressure 18 AWG, 13.8" Lead 075/2.8
Shut-off Pressure 35 PSI: 25 PSI +5 PSI (+0.3 bar) 070/2.6
Shut-off Pressure 40 PSI: 30 PSI +5 PSI (0.3 bar)
Shut-off Pressure 70 PSI: 56 PSI +5 PSI (+0.3 bar) 0.65/24
Max Recommended Temperature 0.60/2.3
60° C (140° F) : : : : : : :
Weight 0/0 10/0.7 20/1.4 30/21 40/2.8

(PSI/BAR)
125 Ibs (0.57 kg)
Optional Inlet & Outlet Port
3/8"
21F001 3
Barb Pump Head Female Thread Male Thread ORing PumpHead  Fitting of O-ring Pump Head Color Box Industry Carton
2.89in 73.50mm 3.94in 100.00mm 2.90in 73.70mm 2.94in 74.80mm

£
I €
< €
S £ £ g £ £
£ S S £ g
S ) I o o
S, s 3 8
> <
o o~
- o
3/8" hose barb 3/8" hose barb with o-ring M 18*1.5 male thread 1/4" female thread
2.16in 55.00mm
3.02in 76.80mm 2.89in 73.50mm O
— A £
: : £
S = L _ 59
~ ~ 1 ~
(o) (o}
. | 0.20in
) o, #5.00mm { O
1/4" female thread and 3/8" hose barb 3/4" male thread and 3/8" hose barb 6.65in_169.00mm
STANDARD PUMP CONFIGURATIONS
Model Voltage Open Flow Control Type Max Amps Shut-off Pressure Valves Diaphragm Ports
(GPM/LPM) (PSI/BAR)
SFDP1-010-040-21 12V 1.0/3.8 Switch 4.0A 40/28 Viton Santoprene 3/8"Barb
SFDP2-010-040-21 24V 1.0/38 Switch 2.0A 40/2.8 Viton Santoprene 3/8"Barb
SFDP1-011-070-21 122V 11/4.0 Switch 4.0A 70/4.8 Viton Santoprene 3/8"Barb
SFDP2-011-070-21 24V 11/4.0 Switch 2.0A 70/4.8 Viton Santoprene 3/8"Barb
SFDP1-012-035-21 12V 12/43 Switch 4.0A 35/24 Viton Santoprene 3/8"Barb
SFDP2-012-035-21 24V 12/43 Switch 2.0A 35/24 Viton Santoprene 3/8"Barb
SFDP1-005-035-21 12V 0.5/18 NA 4.0A 145 /10 Viton Santoprene 3/8"Barb
SFDP2-005-035-21 24V 0.5/18 NA 2.0A 145 /10 Viton Santoprene 3/8"Barb

Consult us for other available models, configurations, valve and diaphragm materials.
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SFDP1-015-100-22N ) .
Agricultural Pump Color Box Industry Carton Color Box Industry Carton
3/8"
21F001 31F001*2
Barb Pump Head ORingPumpHead  Fitting of O-ring Pump Head Standard Accessories

FEATURES & BENEFITS PUMP MOTOR FEATURES & BENEFITS PUMP MOTOR
Compact design Type Priming Capability Duty Cycle Positive displacement pump Type Priming Capability Duty Cycle
Positive displacement pump 2 Chamber positive displacement diaphragm 6 feet (18 m) suction lift Intermittent Canrundry 3 Chamber positive displacement diaphragm 6 feet (1.8 m) suction lift Continuous
Up to 120PS| pump, self priming, capable of being run dry Max Recommended Temperature Voltage Up to 1.8 GPM pump, self priming, capable of being run dry “612); CRZ‘;O(;T:“SWJEd Temperature Voltage
Canrundry Re-start Pressure 60°C (140°F) 12v/24v Quiet operation Re-start Pressure Weight zg 112:\///2;3\(/)\/
Quiet operation Shut-off Pressure 60 PSI : 48 PS| +5 PS| (:03 bar) Weight Leads Demand Pump Shut-off Pressure 80PSI: 65 PSI +5 PSI (+0.3 bar) 571bs (2.6 kg) Leads
Available demand and bypass Shut-off Pressure 80PSI : 65 PSI +5 PSI (+0.3 bar) 241bs (11kg) 18 AWG, 984" Lead Easy connect fittings DC: 16AWG, 4.5" Lead
Industry standard mount pattern Shut-off Pressure 100PSI : 75 PSI £5 PSI (0.3 bar) Industry standard mount pattern AC:16AWG, 19.5" Lead

TYPICAL APPLICATIONS TYPICAL APPLICATIONS

5

Coca Cola Sprayer Misting High Pressure Drone Sprayer Solar Pumping System Coca Cola ATV Sprayer High Pressure Tooling Car Solar Pumping System Water Purifier

& Beverage Machine Cleaning Machine & Beverage Machine Cleaning Machine Pumping System
PUMP PERFORMANCE
i . i GPM/LPM
i 7.35in_187.00mm ) PUMP PERFORMANCE 3.39in 86.00mm 8.3in 210.0mm §A8/7/.0 ) 1.8GPM/120PSI
2.24in 57.00mm 3.15in 80.00mm £l
(GPM/LPM) 1.2GPIM/80PSI w ST SE 1.7/6.4 |
1.15/4.4 — — @ 58.00mm | <@ 1.6/6.1
: - £ 1.05/4.0 [ e 5 ® 15/5.7 |-
3 E= 8 0.95/3.6| - 3 cE _E 1.4/5.3)--
= 2 2 c c 4/5.
- l; ) - 0.85/3.2 - a3 nS 1.314.9) -
g | i — 2 0.75/2.8 | --- - "8 1.2/4.5
" ] 0.65/25| - c 11742}
0.201 3.86in 98.00mm ‘ 0.55/2.1 ! A 1.0/3.8}--
¢5:00;‘m 0.41in $10.50mm R 0.2in 5.0mm Do
0/0 20114 40128 60/42 BO/55 High Rubber Feet Metal Plate 0/0 20/1.4 4028 60/4.2 80/55 100/6.9120/8.3
Standard Borrd Pump (PSI/BAR) (PSI/BAR)
STANDARD PUMP CONFIGURATIONS
Model Voltage Open Flow Control Type Max Amps  Shut-off Pressure Valves Diaphragm Ports
STANDARD PUMP CONFIGURATIONS (EAUEAY) e (GElBAR) Phreg
i SFDP1-015-080-31 122v 15/55 Pressure Switch 70A 80/55 Vit Santoprene 3/8"FNPT
Model Voltage ogfﬂ/ﬁ,lg)w Control Type Max Amps ShUt";‘;f EArr:essure Valves Diaphragm Ports / / iton P /
GolB SFDP2-015-080-31 24V 15/55 Pressure Switch 40A 80/55 Viton Santoprene 3/8"FNPT
SFDP1-012-080-22 122v 12/45 Switch & By pass 45A 80/55 EPDM/Viton Santoprene 3/8"Barb
/ yp / Al P / SFDP1-018-120-31 12V 18/7.0 Pressure Switch 120A 120/83 Viton Santoprene 3/8"FNPT
SFDP2-012-080-22 2V 12/45 Switch & By pass 23A 80/55 EPDM/Viton  Santoprene  3/8"Barb SFDP2-018-120-31 24V 18/70 Pressure Switch 60A 120/83 Viton Santoprene  3/8'FNPT
SFDP1-013-100-22 v 13/50 Switch &By pass 50A 100/69 EPDM/Viton ~ Santoprene  3/8"Barb SFDPAT-010-060-31 oV 10/38 Pressure Switch 12A 60/41 Viton Santoprene 3/8"FNPT
SFDP2-013-100-22 24V 13/50 Switch & By pass 26A 100/6.9 EPDM/Viton Santoprene 3/8"Barb SFDPA1-012-120-31 oV 12/46 Pressure Switch 14A 120/83 Viton Santoprene 3/8"FNPT
SFDP1-015-100-22N 12v 15/5.6 Switch & By pass 55A 100/69 Viton Santoprene 3/8"Barb SFDPA1-014-100-31 Tov 14/43 Pressure Switch 16 A 100/6.9 Viton Santoprene 3/8"FNPT

Consult us for other available models, configurations, valve and diaphragm materials. Consult us for other available models, configurations, valve and diaphragm materials.
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Color Box

172"

-
.

Industry Carton

51F001*2 51S01

Standard Accessories
FEATURES & BENEFITS PUMP MOTOR
Positive displacement pump Type Priming Capability Duty C_ycle
Canrundry 3 Chamber positive displacement diaphragm 6 feet (1.8 m) suction lift Intermittent
Up to 3.0 GPM pump, self priming, capable of being run dry Max Recommended Temperature Voltage
Quiet operation Re-start Pressure 60° C (140°F) DC12v/24v
Demand pump Shut-off Pressure 45PSI : 35 PSI +5 PSI (+0.3 bar) Weight ACTI5V/230V

Leads

Low amp draw connect fittings

2.5 Ibs (1.14kg)

Industry standard mount pattern
Built in check valve
Thermally protected

TYPICAL APPLICATIONS

ATV Sprayer Outdoor Heater Coca Cola
& Beverage Machine

Rainwater Recycling  Solar Pumping System

8.39in 213.0mm

16 AWG, 9" Lead

[FDA 150 9001:2015 1S0 14001:2015 1S0 45001:2018
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172"

.

Color Box

Industry Carton

51F001*2 51S01
Standard Accessories

FEATURES & BENEFITS PUMP MOTOR
Positive displacement pump Type Priming Capability Duty.CycIe
Canrun dry 3 Chamber positive displacement diaphragm 6 feet (1.8 m) suction lift Continuous
Upto22GPM pump, self priming, capable of being run dry Max Recommended Temperature Voltage
Quiet operation Re-start Pressure 60° C (140°F) 12v/24v
Available demand Shut-off Pressure 70PSI: 56 PSI £5 PS| (+0.3 bar) Weight Leads

Industry standard mount pattern

5.11bs (2.3 kg)

16 AWG, 4.5" Lead

zéjggr‘:m | 2.87in 73.00mm PUMP PERFORMANCE
(GPM/LPM) 3.0GPM/50PS|
c 3.0/11.6
£
. 1 S 2.5/9.5
SE © ] 2.0/7.6
No [
S c
o — £ 1.5/5.7
®
~ 1.0/3.8
0.16in Y2 " NPT pipe : : : : : : : : :
4.00mm thread 0/0  10/0.7 20/1.4 30/2.1 40/2.8 50/3.4
5.11in 130.00mm (PSI/BAR)
STANDARD PUMP CONFIGURATIONS
Model Voltage Open Flow Control Type Max Amps Shut-off Pressure Valves Diaphragm Ports
(GPM/LPM) (PSI/BAR)
SFDP1-030-045-33 22v 30/16 Pressure Switch 80A 45/31 Viton Santoprene 1/2"MNPT
SFDP2-030-045-33 24V 30/M6 Pressure Switch 40A 45/31 Viton Santoprene 1/2"MNPT
SFDPA1-030-45-33 Tov 30/16 Pressure Switch 14A 45/31 Viton Santoprene 1/2"MNPT
SFDPA1-033-45-33 Tov 33/128 Pressure Switch 12A 45/31 Viton Santoprene 1/2"MNPT

Consult us for other available models, configurations, valve and diaphragm materials.

Easy connect fittings

TYPICAL APPLICATIONS

P

Coca Cola ATV Sprayer

High Pressure Tooling Car Solar Pumping System Water Purifier
& Beverage Machine Cleaning Machine Pumping System
— PUMP PERFORMANCE
= 1.28IN-=r .
32.50mm 4.62in 117.5mm
(GPM/LPM) 2.2GPM/70PS|
/7 2.2/8.3
N 2.0/7.9
| € 1.8/6.9
LE i
N < 1.6/6.0
L e
b c 1.4/5.3
i
s 1.2/14.5
O
) 1.0/4.1
S
0.\‘90@ 0/0 20/1.4 40/2.8 60/4.2 80/5.5
IS (PSI/BAR)

e 20.95mm

STANDARD PUMP CONFIGURATIONS

Model Voltage Open Flow Control Type Max Amps Shut-off Pressure Valves Diaphragm Ports
(GPM/LPM) (PSI/BAR)
SFDP1-022-070-34 122v 22/83 Pressure Switch 75A 70/4.8 Viton Santoprene 1/2"-14MNPT
SFDP2-022-070-34 24V 22/83 Pressure Switch 40A 70/4.8 Viton Santoprene 1/2"14MNPT

Consult us for other available models, configurations, valve and diaphragm materials.
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35501
Color Box Industry Carton e
SFDP1-020-120-35N Color Box Industry Carton
Agricultural Pump
3/8"
1/2" 3/8" 172" 3/8"
35F004 35F001 35F002 35F003 31F001*2

FEATURES & BENEFITS PUMP MOTOR FEATURES & BENEFITS PUMP MOTOR
Positive displacement pump Type o _ Priming Capabilify ) Duty Cycle Positive displacement pump Type Priming Capability Duty Cycle
Can run dry 3 Chamber p(?S|F|ve d|splacement‘d|aphragm 6 feet (18 m) suction lift Continuous Canrundry 3 Chamber positive displacement diaphragm pump, 6 feet (1.8 m) suction lift Continuous
UpAto 18 GPM pump, self priming, capable of being run dry MaxRecommended Temperature Voltage Quiet operation self priming, capable of being run dry Max Recommended Temperature Voltage
Quiet operation Re-start Pressure 60 .C :‘140 F) DC12V/24V By Pass Pump Re-start Pressure 60°C (140° F) DC12v/DC 24V
Demand Pump Shut-off Pressure 80PSI: 65 PSI +5 PSI (0.3 bar) Weight AC115V/230V Industry standard mount pattern Shut-off Pressure 120 PSI : 98 PSI 5 PS| (+03 bar) Weight ACT15v/AC 230V
Easy connect fittings Shut-off Pressure 120PSI: 98 PSI +5 PSI (+0.3 bar) 5.7 Ibs (2.6kg) Leads 501bs (22 kg) Leads
Industry standard mount pattern Shut-off Pressure 160PSI: 105 PSI +5 PSI (+0.3 bar) DC:16AWG, 4.5" Lead . P ’ ’ "

’ P Typical Applications DC:16 AWG, 45" Leads

AC:16AWG, 19.5" Lead
AC:16 AWG, 19.5" Leads

TYPICAL APPLICATIONS

%!m Coca Cola Beer Brewing Machine Water Purifier Water Dispenser  Solar Pumping System
» v e . - L'. k) & Beverage Machine Machine
Coca Cola ATV Sprayer High Pressure Tooling Car Solar Pumping System Water Purifier PUMP PERFORMANCE
& Beverage Machine Cleaning Machine Pumping System ;
g g ping Sy: 34in 86.0mm i 1810 jG;/";'/ LZPM) 1.8GPM/120PS|
. din .Omm . .
4.0in 102.5mm 8.3in 210.0mm PUMP PERFORMANCE
2.28in ML) @ 2.87in @, 1.8/6.8
58.00mm . E 1868 1.8GPM/120PSI %o ,ﬂ . 73.00mm &é’! B‘* 1.7/6.4
2 39 1.7/6.4 & /\ 2 - - 1.6/6.1
z ¥ 3 = 1.5/5.7
; . g O @/ 1.6/6.1 5 —> — E .5/5.
g A 1.5/5.7 \_/ g ® . 1.4/5.3
- ~3 cE 1.4/5.3 3 S 1.3/4.9
=) fﬁ 1.3/4.9 @l 32 1.2/4.5
© 1.2/4.5 1.1/4.2
1 © 1.1/4.2 -l 1.0/3.8
0.2in 1.0/3.8 0.16in 4.0mm
5 0mm 0/0 20/1.4 40/2.8 60/4.2 80/5.5 100/6.9120/8.3
0/0 20/1.4 40/2.8 60/4.2 80/5.5 100/6.9120/8.3 (PSI/BAR)
(PSI/BAR)
STANDARD PUMP CONFIGURATIONS STANDARD PUMP CONFIGURATIONS
Open Flow Shut-off Pressure i
Model Voltage OEES/E,IS)W Control Type Max Amps Shut—(cr)’zlf/BF;r;sssure Valves Diaphragm Ports et Voltage (%PM/LPM) Control Type Max Amps (PSI/BAR) Vel RRRlEI Ports
SFDP1-015-080-35 v 15/55 Pressure Switch 70A 80/55 EPDM/Viton  Santoprene  5/8"Quick Attach SFDPT-015-120-36 v 15755 By Pass 1004 120/83 Viton santoprene  3/8"18FNPT
SFDP2-015-080-35 Sav 15/55 Pressure Switch 40A 80/55 EPDM/Viton Santoprene 5/8" Quick Attach SFDP2-015-120-36 24V 15/55 By Pass S50A 120/83 Viton Santoprene 3/8"-18FNPT
SFDP1-018-120-35 2V 18/70 Pressure Switch 20A 120/83 EPDM/Viton  Santoprene  5/8"Quick Attach SFDP1-018-120-36 v 18/70 By Pass 120A 120/83 Viton Santoprene  3/818FNPT
SFDP2-018-120-35 24V 18/70 Pressure Switch 60 A 120/83 EPDM/Viton  Santoprene  5/8"Quick Attach SFDP2-018-120-36 24V 18/70 By Pass 60A 120/83 Viton Santoprene  3/8™18FNPT
SFDPAT-015-160-35 5V 15/55 Pressure Switch 1A 160/10 EPDM/Viton ~ Santoprene  5/8"Quick Attach ittt fiov 10737 By Pass 12A 100/69 Viton Santoprene  3/8'18FNPT
SFDPA2-015-160-35 20V 15/55 Pressure Switch 06A 160/110 EPDM/Viton ~ Santoprene  5/8"Quick Attach SFDPAT-012-120-36 miov 12/45 By Pass 1A 120/83 Viton Santoprene  3/8™18FNPT
SFDP1-020-120-35N 2V 20/76 Pressure Switch 0A 120/83 Viton Santoprene  5/8"Quick Attach SFDPAT-020-180-36 fov 20/75 By Pass 08A 1807125 Viton Santoprene  3/8"18FNPT

Consult us for other available models, configurations, valve and diaphragm materials.

Consult us for other available models, configurations, valve and diaphragm materials.
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DIAPHRAGM PUMP 37 SERIES

FEATURES & BENEFITS

Positive displacement pump
Canrundry

Up to 1.8 GPM

Quiet operation

Demand Pump

Easy connect fittings

Industry standard mount pattern

TYPICAL APPLICATIONS

PUMP

Type

3 Chamber positive displacement diaphragm
pump, self priming, capable of being run dry
Re-start Pressure

Shut-off Pressure 80PSI: 65 PSI +5 PSI (+0.3 bar)
Shut-off Pressure 120PSI: 98 PSI +5 PSI (+0.3 bar)
Shut-off Pressure 160PSI: 105 PSI +5 PSI (+0.3 bar)

FDA 150 9001:2015 1S0 14001:2015 1S0 45001:2018

=

Priming Capability

6 feet (1.8 m) suction lift

Max Recommended Temperature
60° C (140°F)

Weight

5.7 Ibs (2.6kg)

b

Color Box

5/8 "quick plug to 3/8"
quick insert tul?e (10mm)

ol

Industry Carton

5/8 "quick plug to
M?16 * 1.5 male thread

37F001 S 37F002

MOTOR

Duty Cycle
Continuous

Voltage

DC12V/24V
ACT5V/230V

Leads

DC:16AWG, 4.5" Lead
AC:16AWG, 19.5" Lead

. % - S
Coca Cola ATV Sprayer High Pressure Tooling Car Solar Pumping System Water Purifier
& Beverage Machine Cleaning Machine Pumping System
2060 mm 8.11 PUMP PERFORMANCE
580 mm 42.0 mm
i " (GPM/LPM) 1.8GPM/120PS|

2.28 1.65 1.8/6.8

o @ @ 1.7/6.4

- 1.6/6.1

.. (=] (=]
123.0 mm - 1.5/5.7
4.84"

® —® © 81.0 mm 1.4/5.3

| 3-J1 o 1.3/4.9

= | = = 1.2/4.5

L (@1 8f{c 1.1/4.2

@5.0 mm 1.0/3.8

0.2"
0/0 20/1.4 40/2.8 60/4.2 80/5.5 100/6.9120/8.3
(PSI/BAR)
STANDARD PUMP CONFIGURATIONS
Open Flow Shut-off Pressure i
Model Voltage o] Control Type Max Amps PG Valves Diaphragm Ports

SFDP1-018-180-37 DC12V 18/68 Pressure Switch 18A 180/12.4 EPDM Santoprene 5/8" Quick Attach
SFDP2-018-180-37 DC 24V 18/68 Pressure Switch 9A 180/12.4 EPDM Santoprene 5/8" Quick Attach
SFDPA2-018-180-37 AC 220V 18/68 Pressure Switch 1A 180/12.4 EPDM Santoprene 5/8" Quick Attach

Consult us for other available models, configurations, valve and diaphragm materials.
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LONG LIFE DIAPHRAGM PUMP

FEATURES & BENEFITS

Positive displacement pump
Canrundry

Quiet operation

By Pass Pump

Industry standard mount pattern
Long life, up to 5000 hours

External carbon brush, = |
easy to replace and maintain

Typical Applications

Coca Cola
& Beverage Machine

34in 86.0mm

(4)LdN 8T-UI 8/
e

WWSyTT Ulg'y

Beer Brewing Machine

PUMP
Type

3 Chamber positive displacement diaphragm pump,

self priming, capable of being run dry
Priming Capability
6.6 feet (2.0 m) suction lift

Water Purifier

Water Dispenser
Machine

6.65in _169.0mm

2.28in 1.38in
"58.0mm*‘ 35.0mm [~

Max Recommended Temperature
60° C (140°F)

Weight

5.5 Ibs (2.5 kg)

STANDARD PUMP CONFIGURATIONS

Model Voltage

SFRO2-011-070-3A 24V

© %)
Wi
=
S 12
@ > ® IR
S5
3 |3

0.2in 5.0mm

Open Flow
B Control Type Max Amps
11/41 By Pass 25A

Solar Pumping System

S=EAFLO

Industry Carton

Color Box

3/8"

31F001*2

MOTOR

Duty Cycle
Continuous

Voltage

DC24v

Leads

DC:16 AWG, 4.5" Leads

PUMP PERFORMANCE

(GPM/LPM)

1.8GPM/120PSI

1.17/4.5
1.04/4.0
0.91/3.5
0.78/3.0
0.65/2.5
0.52/2.0
0.39/1.5
0.26/1.0
0.13/0.5

0/0 20/1.4 40/2.8 60/4.2 80/5.5 100/6.9 120/8.3

Shut-off Pressure
RS Valves
70/4.8 Viton

(PSI/BAR)

Diaphragm Ports

Santoprene 3/8"-18FNPT

Consult us for other available models, configurations, valve and diaphragm materials.
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Color Box Industry Carton Color Box Industry Carton
1/2" 1 _:-h
1/2" ‘ ' “ 1/2"
41F001 41F003 41F004 41503 41F001 41F003 41F004 41503
Standard Accessories Standard Accessories
FEATURES & BENEFITS PUMP MOTOR FEATURES & BENEFITS PUMP MOTOR
Positive displacement pump Type Priming Capability Duty Cycle Positive displacement pump Type Priming Capability Duty Cycle
Canrundry 4 Chamber positive displacement diaphragm pump, 6 feet (1.8 m) suction lift Intermittent Canrundry 4 Chamber positive displacement diaphragm pump, 6 feet (1.8 m) suction lift Intermittent
Up to33 GPM self priming, capable of being run dry Max Recommended Temperature Voltage Up to 4.5 GPM self priming, capable of being run dry Max Recommended Temperature Voltage
Quiet operation Re-start Pressure 60° C (140° F) DC12v/24V Quiet operation Re-start Pressure 60° C (140°F) DC12V/24V
Industry standard mount pattern Shut-off Pressure 17 PSI: 9 PSI 5 PSI(+0.3 bar) Weight ACT5V/230V Industry standard mount pattern Shut-off Pressure 40PSI: 30 PSI +5 PSI(+0.3 bar) Weight ACTI5V/230V
Demand pump Shut-off Pressure 35 PSI: 25 PSI +5 PSI(+0.3 bar) 4.0 1bs (1.80 kg) Leads Demand pump 5.01bs (230 kg) Leads
Easy connect fittings 16 AWG, 4.5" Lead Easy connect fittings 16 AWG, 4.5" Lead
TYPICAL APPLICATIONS

TYPICAL APPLICATIONS

ﬂ:’ - L o t: " e
g EEN |
ATV Sprayer Misting Toy Washing Machine Outdoor Heater Solar Pumping System Portable Pressure Cleaning ATV Sprayer Misting Toy Washing Machine Outdoor Heater Solar Pumping System Portable Pressure Cleaning
827 210.0mm PUMP PERFORMANCE 100in_255.0mm
1.0in .
: 1.0in
25.5mm 3.1in 79.0mm (GPM/LPM) 3.3GPM/35PSI Joem 4.84in 123.0mm PUMP PERFORMANCE
4.0in 102.0mm 3.5/13.2 4.0in 102.0mm (GPM/LPM) 4.5GPM/40PS|
4.5/17.0
3.0/11.4
b . 2.6/0.5 v ] 4.0/15.1
T 2 L
B e & 2.017.6 5 — ;OP E 3.5/13.2
[N I~ )
3: U - _lo 2 15/5.7 g o‘ § 3.0/11.4
b - 1.0/3.8 3 mY S 2.5/9.5
o
0.2in /b %in Quick - 0/0 10007 20M4 30121 4028 2 in Quick L 0/0 1007 204 30221 A0i28
5.00mm Attach (PSI/BAR) 0.2in 5.00mm Aattach
STANDARD PUMP CONFIGURATIONS
Model Voltage Ogs@fplﬁ)w Control Type Max Amps ShUt'g;f/;rsssure Valves Diaphragm Ports STANDARD PUMP CONFIGURATIONS
Open Flow Shut-off Pressure i
SFDP1-027-017-41 2V 27/100 Pressure switch & By pass 45A N2 Viton  Santoprene  3/4"Quick Attach Model Vel e Control Type Max Amps (PSI/BAR) Valves  Diaphragm Ports
SFDP2-027-017-41 24V 27/100 Pressure switch & By pass 20A 712 Viton Santoprene  3/4"Quick Attach SFDP1-045-040-41 2v 45/17.0 Pressure switch & By pass 150A 40/2.8 Viton Santoprene  3/4'Quick Attach
SFDP1-033-035-41 12V 33/125 Pressure switch & By pass 80A 35/24 Viton Santoprene  3/4"Quick Attach SFDP2-045-040-41 24V 45/170 Pressure switch & By pass 60A 40/28 Viton Santoprene  3/4"Quick Attach
SFDP2-033-035-41 24V 33/125 Pressure switch & By pass 40A 35/24 Viton Santoprene  3/4"Quick Attach SFDPA1-045-040-41 nsv 45/170 Pressure switch & By pass 17A 40/28 Viton Santoprene  3/4"Quick Attach
SFDPA1-033-035-41 Y 33/125 Pressure switch & By pass 10A 35/24 Viton Santoprene  3/4"Quick Attach SFDPA2-045-040-41 230V 45/17.0 Pressure switch & By pass 09A 40/28 Viton Santoprene  3/4'Quick Attach
SFDPA2-033-035-41 230V 33/125 Pressure switch & By pass 05A 35/24 Viton Santoprene 3/4"Quick Attach Consult us for other available models, configurations, valve and diaphragm materials.

Consult us for other available models, configurations, valve and diaphragm materials.




FDA 150 9001:2015 1S0 14001:2015 1S0 45001:2018

SEAFLO (Limiue
= www.seaflo.cn Email: cn@seaflo.com

Color Box Industry Carton

&

172" 1/2"

-, P,

51F001 51F001 51501

Standard Accessories

DIAPHRAGM PUMP 42 SERIES-SHORT

FEATURES & BENEFITS PUMP MOTOR
Positive displacemet pump Type Priming Capability Duty Cycle
Canrundry 4 Chamber positive displacement diaphragm pump, 6 feet (1.8 m) suction lift Intermittent
Up to 3.0 GPM self priming, capable of being run dry Max Recommended Temperature Voltage
Quiet operation 60° C (140° F) 12V/24V
Industry standard mount pattern Re-start Pressure Weight

Demand & By Pass Shut-off Pressure 55PSI : 41 PS| +5 PS| (+0.3 bar) 4.11bs (1.90 kg) / 6.6 Ibs (3.0kg)

Easy connect fittings

TYPICAL APPLICATIONS

ATV Sprayer Toy Washing Machine

7.97" 202.50mm

2588 | 2.87" 73.00mm PUMP PERFORMANCE
(GPM/LPM) 3.0GPM/55PS|
3.0/11.4 —
“ » 2.5/9.5
o N 2.0/7.6
\! H
o = 1.5/5.7
w e
3 S 1.0/3.8
3 3 S S S S S S S S S
3 3 0/0 10/0.7 20/1.4 30/2.1 40/2.8 50/2.8 60/2.8
0.16" (PSI/BAR)
@4.00mm %" NPT pipe
thread
STANDARD PUMP CONFIGURATIONS
. Wire
Model Voltage Control Type GPM/LPM  PSI/BAR MaxDraw(A) Valves Diaphragm Ports Connections
SFDP1-020-055-42 12V Switch & By pass 20/76 55/38 6.5 EPDM Santoprene 1/2"-14 MNPT 16 AWG, 94" Lead
SFDP2-020-055-42 24V Switch & By pass 20/76 55/3.8 35 EPDM Santoprene 1/2"14 MNPT 14 AWG, 94" Lead
SFDP1-030-055-42 22v Switch & By pass 3.0/M3 55/3.8 75 EPDM Santoprene 1/2"14 MNPT 16 AWG, 94" Lead
SFDP2-030-055-42 24V Switch & By pass 30/M3 55/38 40 EPDM Santoprene 1/2"-14 MNPT 16 AWG, 94" Lead

Consult us for other available models, configurations, valve and diaphragm materials.
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Color Box Industry Carton

&

172" 1/2"

.,

51F001 51F001 51501

Standard Accessories

DIAPHRAGM PUMP 42 SERIES-LONG

FEATURES & BENEFITS PUMP MOTOR
Positive displacemet pump Type Priming Capability Duty Cycle
Canrundry 4 Chamber positive displacement diaphragm pump, 6 feet (1.8 m) suction lift Intermittent
Up to 3.0 GPM self priming, capable of being run dry Max Recommended Temperature Voltage
Quiet operation 60° C (140° F) 12V/24V
Industry standard mount pattern Re-start Pressure Weight

Demand & By Pass Shut-off Pressure 55PSI : 41 PS| +5 PS| (+0.3 bar) 4.11bs (1.90 kg) / 6.6 Ibs (3.0kg)

Easy connect fittings

TYPICAL APPLICATIONS

3 = s ek
Toy Washing Machine Outdoor Heater Solar Pumping System Portable Pressure Cleaning

ATV Sprayer

9.39" 230.50mm
1.89"
48.00mm 2.87" 73.00mm . 4.92" 125.00mm PUMP PERFORMANCE
(GPM/LPM) 3.0GPM/55PS|
3.0/11.4 —
z i 2.5/9.5
~N

N : 2.0/7.6

& e 1.5/5.7

§ § 1.0/3.8

3 3 S N R R S

0.16" 0/0 10/0.7 20/1.4 30/2.1 40/2.8 50/2.8 60/2.8

@4.00mm (PSI/BAR)

%" NPT pipe
thread
STANDARD PUMP CONFIGURATIONS
i Wire
Model Voltage Control Type GPM/LPM  PSI/BAR MaxDraw(A) Valves Diaphragm Ports Connections

SFDP1-040-055-42 A% Switch & By pass 40/150 55/3.8 10.0 EPDM Santoprene 1/2"14 MNPT 14 AWG, 94" Lead
SFDP2-040-055-42 24V Switch & By pass 40/150 55/38 6.0 EPDM Santoprene 1/2"-14 MNPT 14 AWG, 94" Lead
SFDP1-050-055-42 2V Switch & By pass 50/189 55/38 15.0 EPDM Santoprene 1/2"-14 MNPT 14 AWG, 94" Lead
SFDP2-050-055-42 24V Switch & By pass 5.0/189 55/3.8 70 EPDM Santoprene 1/2"14 MNPT 14 AWG, 94" Lead

Consult us for other available models, configurations, valve and diaphragm materials.
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41F001

DIAPHRAGM PUMP 43 SERIES

SFDP1-024-060-43N
Agricultural Pump

1/2"
adh

FDA 150 9001:2015 1S0 14001:2015 1S0 45001:2018

41F003

Color Box

172"

41F004

41503

Standard Accessories

FEATURES & BENEFITS PUMP MOTOR
Positive displacemet pump Type Priming Capability Duty Cycle
Canrundry 4 Chamber positive displacement diaphragm pump, 6 feet (1.8 m) suction lift Intermittent
Up to1.8 GPM self priming, capable of being run dry Max Recommended Temperature Voltage
Quiet operation 60° C (140°F) 12Vv/24V
Industry standard mount pattern Re-start Pressure Weight Leads

Demand & By Pass

Shut-off Pressure 55PSI : 41 PS| +5 PS| (+0.3 bar)

43lbs (2.0 kg)

16 AWG, 13" Leads

CE @) &L pius ¥ @ © FDA 150 9001:2015 1S0 14001:2015 1S0 45001:2018

www.seaflo.cn Email: cn@seaflo.com

51F001

DIAPHRAGM PUMP 51 SERIES

FEATURES & BENEFITS PUMP

Positive displacement pump Type Priming Capability

Canrundry 5 Chamber positive displacement diaphragm 6 feet (1.8 m) suction lift

Up to 50 GPM pump, self priming, capable of being run dry Max Recommended Temperature
Quiet operation 60° C (140°F)

Demand Pump Re-start Pressure Weight

Easy connect fittings Shut-off Pressure 60 PSI: 48 PSI +5 PSI (+0.3 bar) 6.11bs (2.8 kg)

1/2" 172"

S=EAFLO

Color Box Industry Carton

51F001 51S01

Standard Accessories

MOTOR

Duty Cycle

Continuous

Voltage

12v/24V

Leads

16 AWG, 9" with 2-Pin connector

Easy connect fittings

TYPICAL APPLICATIONS

) g o W 2l
ATV Sprayer Toy Washing Machine Outdoor Heater Solar Pumping System Portable Pressure Cleaning

o 79%in 2025mm PUMP PERFORMANCE
.0Z2in
26.0mm 2.87in 73.0mm 4.5in 114.5mm (GPM/LPM) 3.0GPM/55PSI
‘ 3.0/11.4
2.5/9.5
w £ 2.0/7.6
N £ " . :
- 1 B 1sm7ps
g @ @D - 1.0/3.8 | --
¥ 0/0 10/0.7 20/1.4 30/2.1 40/2.8 50/2.8 60/2.8
o (PSI/BAR)
STANDARD PUMP CONFIGURATIONS
Open Flow - i
Model Voltage it Control Type Max Amps  Shut g;f/&rgssure Valves Diaphragm Ports
SFDP1-030-055-43 v 30/M3 switch & By pass 75A 55/38 EPDM/Viton Santoprene 3/4"Quick Attach
SFDP2-030-055-43 24V 30/m3 switch & By pass 40A 55/38 EPDM/Viton ~ Santoprene  3/4'Quick Attach
SFDP1-024-060-43N 12V 24/90 switch & By pass 68A 60/41 Viton Santoprene 3/4"Quick Attach

Consult us for other available models, configurations, valve and diaphragm materials.

Industry standard mount pattern

TYPICAL APPLICATIONS

ATV Sprayer Food Washing Road Sprayer Water Supply Solar Pumping System

Machine Deicing Machine
8.5in 216.0mm
o PUMP PERFORMANCE
A00mm 55 o ) 5.75in 146.0mm (GPM/LPM) 5.0GPM/60PS|

5.5/20.8
.0/18.
ﬂ( HO @@YK 5.0/18.9
E c 4.5/17.0

3 3
2 ® b S 4.0/15.1

© O -
< & 2 3.5/13.2
& s ] : 3.0/11.4
®O oL 2.5/9.5
0.2in 2.0/7.6

5.00mm 0.8
209
0/0 10/0.7 20/1.4 30/2.1 40/2.8 50/3.4 60/4.2
(PSI/BAR)
STANDARD PUMP CONFIGURATIONS
Open Flow Shut-off P\ .

Model Voltage @PM el Control Type Max Amps u ‘?PS‘ /B&eRfsure Valves Diaphragm Ports
SFDP1-030-060-51 v 30/M5 Pressure Switch 100A 60/4.2 Viton Santoprene 1/2"-14 MNPT
SFDP2-030-060-51 24V 3.0/1M5 Pressure Switch 55A 60/4.2 Viton Santoprene 1/2"14 MNPT
SFDP1-040-060-51 2v 4.0/15.0 Pressure Switch BOA 60/4.2 Viton Santoprene 1/2"-14 MNPT
SFDP2-040-060-51 24V 4.0/15.0 Pressure Switch 70A 60/4.2 Viton Santoprene 1/2"-14 MNPT
SFDP1-050-060-51 2v 5.0/189 Pressure Switch 70A 60/4.2 Viton Santoprene 1/2"-14 MNPT
SFDP2-050-060-51 24V 5.0/189 Pressure Switch 90A 60/4.2 Viton Santoprene 1/2"-14 MNPT

Consult us for other available models, configurations, valve and diaphragm materials.
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SFDP1-045-060-52N

Color Box Industry Carton

Agricultural Pump ColorBox
@ e /2 & -
A ¥
1/2" 1/2"
41F001 41F003 41F004 52501 41F001 41F003 41F004 52501
Standard Accessories Standard Accessories
FEATURES & BENEFITS PUMP MOTOR FEATURES & BENEFITS PUMP MOTOR
Positive displacement pump Type Priming Capability Duty Cycle Positive displacement pump Type Priming Capability Duty Cycle
Canrundry 5 Chamber positive displacement diaphragm pump, 6 feet (1.8 m) suction lift Continuous Canrundry 5 Chamber positive displacement diaphragm 6 feet (1.8 m) suction lift Continuous
Up to 50 GPM self priming, capable of being run dry Max Recommended Temperature Voltage Up to 7.0 GPM pump, self priming, capable of being run dry Max Recommended Temperature Voltage
Quiet operation 60° C (140° F) 12V/24V DC Quiet operation 60° C (140°F) 12V
Demand Pump Re-start Pressure Weight Leads Demand Pump Re-start Pressure Weight Leads
Easy connect fittings Shut-off Pressure 60 PSI: 48 PSI +5 PSI (+0.3 bar) 5.95 Ibs (2.7 kg) 16 AWG, 9" with 2-Pin connector Easy connect fittings Shut-off Pressure 60 PSI: 48 PSI +5 PS| (+0.3 bar) 9.8 Ibs (4.5 kg) 16 AWG, 9" with 2-Pin connector
Industry standard mount pattern Industry standard mount pattern
TYPICAL APPLICATIONS

TYPICAL APPLICATIONS

ATV Sprayer Food Washing Road Sprayer Water Supply Solar Pumping System

Machine Deicing Machine ATV Sprayer Food Washing Road Sprayer Water Supply Solar Pumping System
Machine Deicing Machine
8.5in 216.0mm ) ‘ 5.9in 150.0mm PUMP PERFORMANCE
1.57in 2.28in (GPM/LPM) 5.0GPM/60PS|
A0.0mm __ 58.0mm 5.5/20.8 1.39in 8.9in 226.0mm
— 5.0/18.9 35.25mm
e @@f— — P s 63.5mm PUMP PERFORMANCE
7 — — (GPM/LPM) 5.0GPM/60PSI
I [ F 4.0/15.1 5.5/20.8
831'%)?:‘?“ o &> @ D | ) ‘ I 5.16in 3.5/13.2 5.5/20.8
= .Omm 3.0/11.4 E E 5.0/18.9
@) @O A 2o P S 4.5/17.0
R — 2.0/7.6 S <
- < s 4.0/15.1
®0.2in = 2 n
5.0mm 0/0 10/0.7 20/1.4 30/21 40/2.8 50/3.4 60/4.2 3.5/13.2
%in Quick Attach (PSI/BAR) — 3.0/11.4
STANDARD PUMP CONFIGURATIONS » T
0.24in 0/0 20/1.4 40/2.8 60/42 80/5.5
Model Voltage Open /'EL?A‘:" Control Type Max Amps Sh“t“(’ggﬁfsure Valves Diaphragm Ports 6.00mm 3/4in Quick Attach 6.1in 155.5mm (PSI/BAR)
SFDP1-030-060-52A AY; 3.0/15 Pressure Switch 100A 60/4.2 EPDM/Viton  Santoprene 3/4" Quick Attach
SFDP2-030-060-52A 24V 3.0/Mm5 Pressure Switch 55A 60/4.2 EPDM/Viton  Santoprene 3/4" Quick Attach
SFDP1-040-060-52A 2V 4.0/15.0 Pressure Switch 130A 60/4.2 EPDM/Viton  Santoprene 3/4" Quick Attach STANDARD PUMP CONFIGURATIONS
i Open Flo - .
SFDP2-040-060-52A 28V 40/150  Pressure Switch 70 A 60/42 EPDM/Viton  Santoprene  3/4"Quick Attach Model Voltage Bt ControlType ~ MaxAmps  Shut-offPressure  valves Diaphragm Ports
SFDP1-050-060-52A Y 50/189 Pressure Switch 70A 60/42 EPDM/Viton  Santoprene 3/4" Quick Attach SFDP1-070-060-53 2v 70/265 Switch & By pass 245A 60/4.2 Viton Santoprene  3/4'Quick Attach
SFDP2-050-060-52A 24V 5.0/189 Pressure Switch 90A 60/4.2 EPDM/Viton ~ Santoprene 3/4" Quick Attach Consult us for other available models, configurations, valve and diaphragm materials.
SFDP1-045-060-52N 12v 45/16.8 Pressure Switch 180A 60/4.2 Viton Santoprene 3/4" Quick Attach

Consult us for other available models, configurations, valve and diaphragm materials.
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Color Box Industry Carton

Color Box Industry Carton

b

172" 172"

1/2"

.,

172"
41F001 41F003 41F004 52502

51F001 51F001 51S01

Standard Accessories Standard Accessories

DIAPHRAGM PUMP 55 SERIES WITH BY PASS 56A SERIES VARIABLE SPEED SMART PUMP

FEATURES & BENEFITS PUMP MOTOR FEATURES & BENEFITS PUMP
Positive displacement pump Type Priming Capability Duty Cycle * Variable speed technology * Capable of sustained low voltage Type Priming Capability
Canrundry 5 Chamber positive displacement diaphragm 6 feet (1.8 m) suction lift Continuous * Waterproof grade IPX5~ ) opgration ) 5 Chamber positive displacement diaphragm 6 feet (1.8 m) suction lift
Up.to 5.0 GPM pump, self priming, capable of being run dry Max Recommended Temperature Voltage * Rundry safe, long service life * Quiet opera’Flon, bypass technology pump, self priming, capable of being run dry Inlet/Outlet Ports
Quiet operation e CE, UKCA, RoHS, REACH, PAHs reduces cycling X
60° C (140° F) 12V/24V . . Quick Attach
Demand Pump . * Motor speed adjusts to water needs * 5-chamber diaphragm pump . ) X
Easy connect fittings Re-start Pressure Weight Leads « Strong suction, suction lift up to 1.8m operates more stably and smoothly Mlax Recomnended Temperature Weight
Industry standard mount pattern Shut-off Pressure 60 PSI: 48 PS| +5 PSI (+0.3 bar) 5.9 Ibs (268 kg) 16 AWG, 9" with 2-Pin connector 60°C (140°F) 6.57 Ibs (298 kg)
On-demand combine with by-pass
P TYPICAL APPLICATIONS
TYPICAL APPLICATIONS
-} ¥ - — e
ATV Sprayer Food Washing Road Sprayer Water Supply Solar Pumping System
< - £ Machine Deicing Machine
ATV Sprayer Food Washing Road Sprayer Water Supply Solar Pumping System
Machine Deicing Machine
PUMP PERFORMANCE
. 2 261 SenERam PUMP PERFORMANCE 6.48" 215 5mm ((;P?J/ZL;A;) @» SFDP-035-070-56A @ SFDP-050-070-56A
. n . n B .
40.0 58.0 5.75in 146.0: GPM/LPM 1.1" . . . . . . . . . . . . .
mm mm B in mm (5.5/2/0-8) 5.0GPM/60PSI 28 Omm 301" 76.5mm 5.37" 136.4mm w5170
(\99 @@YK: 5.0/18.9 @ 4.0/15.1
£ = ] £ 4.5/17.0 i\ AT 3.5M13.2 P
£ [
° § 4.0/15.1 le i A
- 5 2 -0/15. 39 € @ N> ®
< ® p 2 3.5/13.2 99.0mm E N 25098
(2 | s > - 2.017.6
@ = ° 3.011.4 ( ] e .
© O 2.5/9.5 L] /5.
© 1.0/3.8
558 aoi %" NFT pipe 2.07.6 02" = 0.5/1.9
- 28,’9852;2m thread . : : : : : : : : : : 5.00mi \ R T R S e T S I I
0/0 10/0.7 20/1.4 30/2.1 40/2.8 50/3.4 60/4.2 3/4in Quick attach 0/0  10/0.7 2014 30121 40/2.8 50/3.4 60/42 70/4.8
(PSI/BAR) (PSI/BAR)
STANDARD PUMP CONFIGURATIONS
Model Voltage O&m/li!}(h)ﬂ\)/v Control Type Max Amps Shut—%f;g&ergsure Valves Diaphragm Ports STANDARD PUMP CONFIGURATIONS
i Wire .
SFDP1-040-060-55 oV 40/150 Switch & By Pass 10 60/42 EPDM Santoprene /214 MNPT Model Voltage Control Type GPM/LPM PSI/BAR MaxDraw(A) Valves Diaphragm Ports e T
SFDP2-040-060-55 24V 40/15.0 Switch &By Pass 6.0 60/4.2 EPDM Santoprene 1/2"-14 MNPT SFDP1-035-070-56A 12V Variable Speed 35/1 3.2 70/48 7.5 EPDM Santoprene QUiCk Attach 2—Pin/Leads
SFDP1-050-060-55 (’AY% 5.0/189 Switch & By Pass 15.0 60/4.2 EPDM Santoprene 1/2"14 MNPT SFDP2-035-070-56A 24V Variable Speed 3.5/13.2 70/4.8 4.0 EPDM Santoprene  Quick Attach 2-Pin/Leads
SFDP2-050-060-55 24V 5.0/189 Switch & By Pass 80 60/4.2 EPDM Santoprene 1/2"-14 MNPT SFDP1-050-070-56A 12V Variable Speed 5.0/18.9 70/4.8 10.0 EPDM Santoprene  Quick Attach 2-Pin/Leads
SFDPAT-050-060-55 nsv 50189 Switch & ByPass 256 60/42 EPDM  Santoprene 1/2'-14 MNPT SFDP2-050-070-56A 24V Variable Speed  5.0/18.9  70/4.8 55 EPDM  Santoprene  Quick Attach  2-Pin/Leads
SFDPA2-050-060-55 220V 507189 Switch &By Pass 128 60/42 EPDM Santoprene 1/2"14 MNPT Consult us for other available models, configurations, valve and diaphragm materials.

Consult us for other available models, configurations, valve and diaphragm materials.
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Color Box Industry Carton

308

31F001*2

Standard Accessories

BRUSHLESS AUTOMATIC DEMAND DIAPHRAGM PUMP 31W SERIES

FEATURES & BENEFITS

» High quality brushless motor with built-in drive

* Aluminum alloy body, better heat dissipation performance

« Self detection when malfunction

* Overload protection, over-current protection

PUMP

Type

3 Chamber positive displacement diaphragm
pump, self priming, capable of being run dry
Max Recommended Temperature

60° C (140°F)

Shut-off Pressure
80-160PSI / 5.5-11bar
Priming Capability

6 feet (1.8 m) suction lift
Weight

Color Box Industry Carton

172"

"~

51F001*2 51S01

Standard Accessories

BRUSHLESS AUTOMATIC DEMAND DIAPHRAGM PUMP 33W SERIES

FEATURES & BENEFITS

 High quality brushless motor with built-in drive

* Aluminum alloy body, better heat dissipation performance

* Overload protection, over-current protection

* Excellent EMC (electromagnetic compatibility) capability

* Self detection when malfunction

PUMP

Type

3 Chamber positive displacement diaphragm
pump, self priming, capable of being run dry
Max Recommended Temperature

60° C (140°F)

Shut-off Pressure
55PS| /3.8bar

Priming Capability

6 feet (1.8 m) suction lift
Weight

3.64 Ibs (1.65 kg)

* Excellent EMC (electromagnetic compatibility) capability 3.64 Ibs (1.65 k)

* Pressure switch is protected by no large current passing through it

TYPICAL APPLICATIONS

Washing Machine Medical Equipment

Carpet Washer Solar Pumping System Catering Truck High-speed Train
PUMP PERFORMANCE
(GPM/LPM)
2.11/8 —
——— 1.85/7}
3/8-18NPT- i :
1.59/6 [
| 1.32/5} -
4.49in :
114mm ‘ il ] 1.06/4 -
2.48in 4 0.79/8 -~
63mm N 0.53/2} -
l é % 0.26/1} -
' 3.95i 2 24in S S S R Lo
p 3.23in |\ 0.2in 110 40':1,“ 57A0+0A5m#* 0/0  20/1.4 40/2.8 60/4.1 80/5.5 100/6.9 120/8.3 140/9.7 160/11.0
82.0+0.5mm @5 0mm : 5.78in - (PSI/BAR)
223.0mm @ SFDP-015-080-31W @=» SFDP-015-120-31W

@=» SFDP-015-160-31W e SFDP-018-080-31W

STANDARD PUMP CONFIGURATIONS

Model Voltage Ogg&\/&l&w Control Type Max Amps Shut—((;;f/;\rsssure Valves Diaphragm Ports
SFDP1-015-080-31W PAY 15/56 switch & By pass 100A 80/55 EPDM / Viton Santoprene 3/8"-18FNPT
SFDP2-015-120-31W 24V 15/56 switch & By pass 80A 120/82 EPDM / Viton Santoprene 3/8"-18FNPT
SFDPA1-015-160-31W nsv 15/56 switch & By pass 30A 160/M EPDM / Viton Santoprene 3/8"-18FNPT

SFDPA2-018-080-31W 220V 18/68 switch & By pass 15A 80/55 EPDM / Viton Santoprene 3/8"-18FNPT

Consult us for other available models, configurations, valve and diaphragm materials.

* Pressure switch is protected by no large current passing through it

TYPICAL APPLICATIONS

Carpet Washer

Medical Equipment

Washing Machine Solar Pumping System Catering Truck High-speed Train

Cleaning Robot

PUMP PERFORMANCE

5.11in 129.80mm ) (GPM/LPM)
3.5/13.3

%" NPT

3.0/11.4

2.5/9.5

2.0/7.6

2.52in 64.0mm
i

1.5/5.7

4.88in 123.9mm

|
il = awamsl

1.0/3.8

0.5/1.9

2.24in : : . : : : : :

4.42in 112.20mm J_57A010.5mrr_1‘ - - - - - - - -
0/0 10/0.7  20/1.4 30/2.1 40/2.8 50/3.4
(PSI/BAR)

@=» SFDP-020-045-33w @ SFDP-030-045-33w

8.87in 225.2mm

STANDARD PUMP CONFIGURATIONS

Model Voltage OE?S/LFJ’%W Control Type Max Amps Shut-gzlf/;\rke)ssure Valves Diaphragm Ports
SFDP1-020-045-33W 2V 20/76 switch & By pass 50A 45/30 EPDM/Viton  Santoprene  1/2'MNPT
SFDP2-030-045-33W 24V 30/13 switch & By pass 70A 45/33 EPDM / Viton Santoprene 1/2"MNPT
SFDPA1-020-045-33W nsv 20/78 switch & By pass 10A 45/32 EPDM / Viton Santoprene 1/2"MNPT

SFDPA2-030-045-33W 220V 30/13 switch & By pass 10A 45/33 EPDM / Viton Santoprene 1/2"MNPT

Consult us for other available models, configurations, valve and diaphragm materials.
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Color Box Industry Carton Color Box Industry Carton

3/8" 1/2" 172"
31F001%2 51F001 51F001 51501

Standard Accessories Standard Accessories

BRUSHLESS AUTOMATIC DIAPHRAGM PUMP 36W SERIES BRUSHLESS AUTOMATIC DEMAND DIAPHRAGM PUMP 42W SERIES

FEATURES & BENEFITS PUMP FEATURES & BENEFITS PUMP
» High quality brushless motor with built-in drive Type Shut-off Pressure » High quality brushless motor with built-in drive Type Shut-off Pressure
+ Aluminum alloy body, better heat dissipation performance 3 Chamber positive displacement diaphragm pump,  120-180PSI / 8.3-12.4bar + Aluminum alloy body, better heat dissipation performance 4 Chamber positive displacement diaphragm pump, 55PSI /3.8bar
« Self detection when malfunction self priming, capable of being run dry Priming Capability « Overload protection, over-current protection self priming, capable of being run dry Priming Capability
) ) Max Recommended Temperature 6 feet (1.8 m) suction lift . o . Max Recommended Temperature 6 feet (1.8 m) suction lift
 Overload protection, over-current protection 60° C (140°F) Weight * Excellent EMC (electromagnetic compatibility) capability 60° C (140° ) Weight
* Excellent EMC (electromagnetic compatibility) capability 364 Ibs (165 kg) * Self detection when malfunction 4.25Ibs (193 kg)

* Pressure switch is protected by no large current passing through it

Cleaning Robot Carpet Washer Washing Machine Solar Pumping System Catering Truck High-speed Train Medical Equipment Cleaning Robot Carpet Washer Washing Machine Solar Pumping System Catering Truck High-speed Train Medical Equipment
PUMP PERFORMANCE PUMP PERFORMANCE
(LP7M) (GPM/LPM)
3/8"-18FNPT . [+ - Y"NPT __4.98in 125.30mm ) 5.30/20
4.77/18§
c £ 5 € = H“S‘ — 4.24/16} ---
N V=2 : S S = -
33 gl E ol e ~— 371140
cE 3 | E ; o
SE 2 gl ] |® / 3.18/12 -
e = 8 i 2.65/10 >
l 1 T . b o & a g 2 12/8
L 3.02i 2.24in < 8 _
76.80mm ™ 57,040 5mm 0 20 40 60 8 100 120 140 160 2;33) « 5 04 1.59/6
.24In
7.39in | @5.0mm @& SFDP1-015-120-36W SFDP1-018-120-36W 4.34in 110.3mm l57.010.5mm 3.23in )i 1.06/4}---
187.70mm @= SFDP2-015-160-36W = SFDP2-018-160-36W L 82-010-54Jmm 0.2in
) @5.0mm 0.53/2
@ SFDPA2-015-180-36W SFDPA2-018-180-36W 8.87in 225.2mm
STANDARD PUMP CONFIGURATIONS 010 2014 4028 (ES%A%)
Model Voltage Ogsﬂ/ﬂ’g)\/v Control Type  Max Amps Shut-‘c;g/;\rsssure Valves Diaphragm Ports @ SFDP-030-55-42\/ s SFDP-040-55-42W
SFDP1-015-120-36W v 15/56 By pass 10A 120/82 EPDM/Viton ~ Santoprene  3/8"-18 FNPT @ SFDP-050-55-42W
SFDP2-015-160-36W 24V 15/56 By pass 62A 160 /1 EPDM/Viton  Santoprene  3/8"-18 FNPT STANDARD PUMP CONFIGURATIONS
SFDP1-018-120-36W 2V 18/68 By pass 10A 120/82 EPDM/Viton  Santoprene  3/8'-18 FNPT Model Voltage ~ OpenFlow Control Type Max Amps Shut'ggﬁgfgssure Valves Diaphragm Ports
SFDP2-018-160-36W 24V 18/68 B . 160 /M EPDM / Viton Santoprene " -18 FNPT . .
/ y pass 68A / /i P 2EC SFDP1-030-055-42W 2V 30/M3  switch&By pass 80A 55/38 EPDM/Viton  Santoprene 1214 MNPT
SFDPA1-015-180-36W nsv 15/56 By pass 27A 180/124 EPDM / Viton Santoprene 3/8"-18 FNPT TR - » / h o / S
" 2-040-055-42' 24 4.0/151 switch & By pass 80 55/38 EPDM / Viton antoprene 1/2"-14 MNPT
SFDPA2-015-180-36W 230V 15/56 By pass 135A 180 /124 EPDM / Viton Santoprene 3/8"-18 FNPT i / P 4
SFDPAT-018-180-36W 15V 18/68 By pass 28 A 180 /124 EPDM / Viton Santoprene 3/8" 18 FNPT SFDPA1-050-055-42W nsv 50/189 switch & By pass 30A 55/38 EPDM /Viton Santoprene 1/2"14 MNPT
SFDPA2-018-180-36W 230V 18/68 By pass 14A 180/124 EPDM / Viton Santoprene 3/8"-18 FNPT SFDPA2-050-055-42W 220V 50/189 switch & By pass 15A 55/38 EPDM / Viton Santoprene 1/2"14 MNPT

Consult us for other available models, configurations, valve and diaphragm materials. Consult us for other available models, configurations, valve and diaphragm materials.
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RO BOOSTER AND STABILIZING PUMP (TYPE A - STABILIZING TYPE)

PRODUCT FEATURES FLOW DIAGRAM:
e Compliant with ROSH & CE certification. Long time water pressure above 12MPa, water PRESSURE: PSI
hammer performance more than 100 thousand times, continuous rated running above 2000h.
e All parts that are in contact with water shall be made of food grade materials and conform to 150
the NSF human body drinking water safety standards.
e Compact size, space saving, fixed foot size general. 130
e High strength plastic and metal pressure components. 10
e Equipped with strong impetus DC motor with low noise, low vibration.
® The fluctuation of outlet water pressure will be <30 psi when the inlet pressure during 30 to 115 %
psi and the maximum bypass pressure will remain <145 psi. 70
APPLICATION 50
o Suitable for the pressure of the town area.
30
e For reverse osmosis pure water machine, spray device, water treatment equipment, foundry 75G 100G, 200G | 400G 600G 800G
measurement and health, environmental protection, printing and other industries in the use of. 10
04 12 20 28 36 44 52 60 68 76
FLOW: Q(L/min)
172mm 189mn . 189mn
N - (T
— p==l = — p=
79 57 36 2 57 40 L 79.15 57 52.85
SFRO2-G75-3A / SFRO2-G100-3A SFRO2-G200-3A / SFRO2-G400-3A / SFRO2-G600-3A SFRO2-G800-3A
PRODUCT PARAMETERS
Open Working Max Max Inlet Working Interface Surface .
Model Vel Flow Flow Current  cyrent  Pressure  Pressure  Pressure EY Temperature ~ NOise
SFRO2-G75-3A 24VDC >1.8LPM >0.85LPM >10A <1.4A 110+10Psi 30PSI 70PSI 3/8"NPT <50°C <50dB
SFRO2-GI00-3A  24VDC ~ 220LPM  211LPM =12A SL8A 120+10Psi 30PSI 70PS| 3/8'NPT <50°C <50dB
SFRO2-G200-3A 24VDC 225LPM 21.6LPM >16A S2.24 130+10Psi 30PSI 70PSI 3/8"NPT <60°C <60dB
<308 R .
SFRO2-G400-3A 24VDC >4.0LPM >25LPM 222A - 150+10Psi 30PSI 80Psi 3/8"NPT <60°C <60dB
=<5.64&
SFRO2-G600-3A 24VDC 26.0LPM 24.0LPM >3.0A 150+10Psi 30PSI 80Psi 3/8"NPT <60°C <70dB

A

=oft

SFRO2-G800-3A 24VDC 26.5LPM >53LPM 24.0A 150+10Psi 30PSI 80Psi 3/8"NPT <60°C <70dB

[FoA 150 9001:2015 1S0 14001:2015 1S0 45001:2018
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RO SELF PRIMING BOOSTER PUMP (TYPE B - SELF PRIMING)

FLOW DIAGRAM:

PRODUCT FEATURES
Compliant with ROSH & CE certification. Long time water pressure above 1.2MPa, water hammer PRESSURE: PS|
performance more than 100 thousand times, continuous rated running above 2000h.
All parts that are in contact with water shall be made of food grade materials and conform to 150
the NSF human body drinking water safety standards.
Compact size, space saving, fixed foot size general. 130
High strength plastic and metal pressure components. 110
Equipped with strong impetus DC motor with low noise, low vibration.
Booster pump flow pressure curve in the working pressure range is more gentle, SEAFLO RO 90
pump will make the water purifier work more stable. 70
APPLICATION 50
Suitable for the pressure of the town area. 30
) ) . ) 50G75G100G 200G 400G
For reverse osmosis pure water machine, spray device, water treatment equipment, foundry
measurement and health, environmental protection, printing and other industries in the use of. 10
04 12 20 28 36 44 52 60 68 76
FLOW: Q(L/min)
172mm 189mm

| F=2e

57 36 92 J S7 J 40

SFRO2-G50-3B SFRO2-G75-3B / SFRO2-G100-3B

SFRO2-G200-3B / SFRO2-G400-3B

PRODUCT PARAMETERS
Model VEIEER CF)I%?A? Wa:)l;ivng Current Cm?exnt Prggzﬁre PrIeTselEre \F/’\:gsrls(mg IntWer;?/ce Terillgfrlac&re figise
SFRO2-G50-3B 24VDC >1LPM 20, 5LPM <1.0A <12A 110-150Psi OPsi 70PSI 3/8"NPT <50°C <50dB
SFRO2-G75-3B 24VDC >13LPM  20.8LPM <1.2A <15A 110-150Psi OPsi 70PSI 3/8'NPT <50°C <50dB
SFRO2-GI00-38  24VDC  >l4lpm 209 <L5A <0A  T0-150Psi OPsi 70PS| 3/8'NPT <60°C <60dB
SFRO2-G200-3B  24VDC  224LPM 2L 4LiM :z :u} <28A 120-160Psi OPsi 70Psi 3/8"NPT <70°C <70dB
SFRO2-G400-3B  24VDC  >38LPM O = <50A 120-160Psi OPsi 70Psi 3/8"NPT <80°C <80dB
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SEAFLD
Barttied Water SysEem
Pard Moz SEWES-G1
— -_
Bottled Water System
FEATURES & BEMEFITS PUMP

= Exquisite appearance and compact size Max Pressure:
= Sensing water level by chip, which k& mone sensitoe, 40 P51 (2.7 bar)
and the water can be pumped driar Max flaw rate:
» Elpctionic buttons have & langer e than mechanical Buttons 10 GPM (38 LPM)
= Suction wand can ba connechid A many Waits 2% vou Wl Dimensions:
= The matenipd of wel parts meat FDA standirds Lo ensure safety IHEATWETTD
= Lomg life mobod, quieT operation and buelt -in owver
o proteCtion Voltages:
Pump: 12V DC

Translarmer

APPLICATIONS

T

Dwirkirsg Water Fauoed

5

Colffes Mok

Bong Whister Mg

STANDARD PUMP CONFIGURATIONS

<

Mopdel Mumber Transfarmer Voltage GPM/LPM

(65 mim H x 130 mem W ox 1955 mm D)

CEW 'Y piths 25 G0 © EDA 150 9001:2015 150 14001:2015 150 45001:2018

A

WIVAC - 240VAC, H0VE0 He

201 ) of VRS fidSeen) A6 78 URS tieead 10
dachama tube W4 guick sttach
Wl pave Fart Mo SPNES02
Eranshoumae Carheen Block Cantndge
tapthal)
Bump Draw of Pump:
204 MAX
Size of package:
SO0 x 220 mm X BS mm
Wieight:
451bs (204 ko)
T e L300 IO e
b 5.1

<F L F Nl GOET

S =)

S EE il '

wf'L WUEGRT —=

-

PSI/BAR

SFBWS-010-040-07 THWAL - 2000AL aar 40216

Cansult us for other available models, configurations, valve and diapheagr materials

Max Amp

Suction Wand

sanghe, dual, or more Optional

Carbon Block Cartridge

CE@ < it @ © F4 156 9001:2015 IS0 18001:2015 150 45001:2018
www.seaflo.cn Email: cn@seaflo.com
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WASHDOWN PUMP KIT

FEATURES & BENEFITS
&M UV -protected Colbed Hose Codl
20 Inlet Hose

Easy to use, stare, and carmy on
Adpestable sprayer

Bullt-in by pats valve

Smnoth fievenng

Qe Operation

Y6 AMG A 5% ang Leads

16597 42R=m

PLIME
PUMP Standard Accessories
Liguld temperature

140 F [(60"C) Max
Priming Capabilities

& feet{k8 m) suctian [t

41F008 41FGa7

Max Pressura

TO PS5 (48 BAR)

'.unlllunl.l.l.'ll.l.ul.'t-
Weight i

ks {5 kg)

STH0Z

[ — 1 il —
| -_"_-.““] ! | ] .
{ [ 1 9 | —I’*T— g

Vaoltage

Color Box

1 Flonwd

Control Type

8 & ¥

5108

SeAFLO

515G0)

2.4 MWinng Harmess &

SFWP1-045-070-41 v

45170

Max Draw(a) Shut-off Pressure  yajyes

Demand & By pass 70 /48 EFDM

Diaphragm

Santoprone . Quick attach

Ports Wi
e Connections

2-Pin/Leads
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PORTABLE CLEANING KIT

FEATURES & BENEFITS

Standardization of external connectors,
flexible collocation.

Pump station integrated design, easy to use.

Advanced IPX6 ratting waterproof outer box.
High-power water pump, flow up to 5.0GPM.
Automatic shut-off pressure switch.

Quiet operation, Capable of dry running

With 17' (5.2m )UV-protected coiled hose coil
and adjustable sprayer

PUMP

Liquid temperature
140 °F (60 °C) Max.
Priming Capabilities

5 feet(1.5 m) suction lift
Max Pressure

70 PSI (4.8 BAR)
Weight

1.2 Ibs (51 kg)

FDA 150 9001:2015 1S0 14001:2015 1S0 45001:2018

Standard Accessories

Ef as=-

51FOM SFWP-30-20A

ll:lll||-||Il|||i'll||.'l,'l'l.'|!-l

AR R R R RRRRRRRERAR

51H02 51SGO1

CEl) D eikhes 5@
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PORTABLE WATER TRANSFER KIT

FEATURES & BENEFITS

Standardization of external connectors,
flexible collocation.

Pump station integrated design, easy to use.

Advanced IPX6 ratting waterproof outer box.
High-power water pump, flow up to 5.0GPM.
Automatic shut-off pressure switch.

Quiet operation, Capable of dry running

PUMP

Liquid temperature
140 °F (60 °C) Max.
Priming Capabilities

5 feet(1.5 m) suction lift
Max Pressure

70 PSI (4.8 BAR)
Weight

9.9 Ibs (4.5 kg)

Standard Accessories

&

51F0M

et

SFWP-30-20A

PECSSSN Camping _Vehicle yacht Wooden house Garden Swimming Pool
Camping Vehicle yacht Wooden house Garden Swimming Pool
d=N=E-E_N-
]
. | | 360.5mm 14.2" -
380.6mm 15" & o
= ﬁ'
T © n €
n — L =
5 - 2 \-) 5 2
° = € 1S ~N
= = IS £ = H-
o0 = ™ N J
: o
00 I —
T — — ™ " -
84mm 3.31
1700mm 3.9"
n
(D(o‘,» 284mm 11.2 STANDARD PUMP CONFIGURATIONS
Q.
Open Flow Shut-off Pressure i Wire
STANDARD PUMP CONFIGURATIONS Voltage EPM/LPM) Control Type Max Draw/(A) T Valves Diaphragm Ports Connections
- . i . waterproof
Model Voltage OReNFlow  cControl Type  Max Draw(A) Shut gg/;gssure Valves Diaphragm Ports P - SFWP1-050-070-56S 12V 50/189 Demand &By pass 200 70/48 EPDM Santoprene Quickattach ‘soooio™
SFWP1-050-070-56P 12V 50/189 Demand &By pass 200 70/48 EPDM Santoprene Quickattach “Vaterproof

connector
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PRESSURIZED ACCUMULATOR TANK

Accumulator tanks hold a reservoir of air and water down stream from the pump. The air acts as a cushion, absorbing pump and pressure fluctuations,
smoothing the flow and making the system quieter. Accumulators allow the pump to reach shut-off pressure more smoothly which reduces the on/off cycle

which gives better control of hot water delivery.

FEATURES & BENEFITS

Smoother flow, quieter water systems.
Internal rubber membrane eliminates maintenance
and allows universal mounting.

Better control of hot water temperatures.

Simply fitted to new or existing systems. Color Box

Longer pump life, lower battery drain.

Snap-in port fittings.

7.87in 200mm .
5in127mm L 6.98in177mm Blister
[ 018in4a.s5mm

£
£ £
. Standare optiona 33 SERIES ECONOMIC WATER PRESSURE SYSTEM
: g Accessories: Accessories: 3.0 GPM/11.3LPM Pump with Integrated Accumulator Tank
4.8in123mm L : &
‘ ﬁ < 4 ” FEATURES & BENEFITS PUMP PERFORMANCE
11.8in 300mm 51F001 51F002 51F003 Powerful 3.0 gallons/ 11.3 litres per minute of flow =~ Max Recommended Temperature (GPM/LPM) 3.0GPM/50PSI
5in 127mm 10.9in 277mm 3.0/11.6
#0.18in 4.5mm Ultra quiet with constant and steady flow 140 °F (60 °C) Max.
e Ja 1 . . . - . 2.5/9.5
£ N “ {3‘ e Superior self-priming capabilities Priming Capabilities
3 & - R R L
< g Powerful enough to supply up to 3 fixtures feet (1. ion lif 20 0/7.6 vt N
s : 51F004 51F005 e ' g pply P. 6 feet (1.8 m) suction lift : : 5 5 ! ; ; 5 !
< z Built-in adjustable pressure switch Inlet/Outlet Ports 1.5/5.7 f-oooieee R EE R S AR R
— 4ginlzsmm Easy pre-assembled installation 1/2"MNPT 10/3.8 N
Heavy-duty, corrosion resistant motor Weight : : : : : : : : :
PRODUCT SPECIFICATIONS Capable of being run dry without damage 7.11bs (3.2 kg) 0/0 10/07  20/1.4 30/2.1 40/2.8 (ggﬁ-‘\‘%
wgﬁj’;ael Prpei—ecszi:ge Maégf::f;mg Air Fill Valve Inlet/Outlet Dia Weight Dimensions Can be fitted to new or existing systems
0.75L 10 PSI 125 PSI standard automotive 8.1"x4.6"
- - - N " 360
SFAT-075-125-01 23507 0.7 BAR 8.6 BAR style tire valve 172" MNPT 9 205mmx 116mm 14.57" 370mm Standard Accessories:
10L 10 PSI 125 PSI standard automotive ., 12"%4.6" -
SFAT-100-125-01 33807 0.7 BAR 8.6 BAR style tire valve 172" MNPT el 300mm x 114mm =
£ @ 0 =\ o o I .
rrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrr £ F T & y
3 ©
N d 5 s‘ =
8L WATER ACCUMULATOR TANK 5 & 51F010 51F003 51501 51F001
@ e
o
FEATURES & BENEFITS
} 13.54" 344mm \
Making flow more smoother Water tank ~ Water Inlet Port Water Heater
Prolong pump's service life
protective coating for corrosion resistance
3/4 "MNPT thread for convenient installation in the water system
N
& Pump Accumulator
0 £ Pressure Boost System
3
§ STANDARD PUMP CONFIGURATIONS
Model TankVolume Voltage  ControlType GPM/LPM PEEEIS/UBrian Pzﬁgls%igff Max Draw(A) Ports ConVrY(iercetions
iy“" MNP Kraft Box SFWSK1-030-045-002  0.75L 12V Switch  3.0/113 35/2.4 45/3.1 110 1/2"MNPT  2-Pin/Leads
STANDARD PUMP CONFIGURATIONS .
SFWSK2-030-045-002 0.75L 24V Switch 3.0/11.3 35/2.4 45/3.1 5.5 1/2" MNPT  2-Pin/Leads

Model Tank Volume Max. Pressure Inlet/outlet size Net Weight

SFAT-087-021-01 8L 87 PS| (6Bar) 3/4" MNPT 2KG
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Color Box Color Box

51 SERIES HIGH FLOW WATER PRESSURE SYSTEM
5.5 GPM/20.8LPM Pump with Integrated Accumulator Tank

42 SERIES QUIETEST WATER PRESSURE SYSTEM
3. 0 GPM/11. 3LPM Pump with Integrated Accumulator Tank

FEATURES & BENEFITS PUMP PERFORMANCE FEATURES & BENEFITS PUMP PERFORMANCE
) ) (GPM/LPM) 3.0GPM/50PSI . ) (GPM/LPM) 5.0GPM/60PS|
Powerful 3.0 gallons/11.3 litres per minute of flow Max Recommended Temperature 3.0/11.6 Powerful 5.5 gallons/20.8 litres per minute of flow Max Recommended Temperature 5.5/20.8
Ultra quiet with constant and steady flow 140 °F (60 °C) Max. 25/95 Ultra quiet with constant and steady flow 140 °F (60 °C) Max. 5.0/18.9
Superior self-priming capabilities Priming Capabilities 2. 0/7.6 Superior self-priming capabilities Priming Capabilities 4.5/17.0
Powerful enough to supply up to 3 fixtures 6 feet (1.8 m) suction lift Powerful enough to supply up to 5 fixtures 6 feet (1.8 m) suction lift 4.0/15.1
S . . 1.5/5.7 - . .
Built-in adjustable pressure switch Inlet/Outlet Ports Built-in adjustable pressure switch Inlet/Outlet Ports 3.5/13.2
- [ i 1.0/3.8 } ; i
Easy pre-assembled installation 1/2"MNPT Easy pre-assembled installation 1/2"MNPT 3.0/11.4
Heavy-duty, corrosion resistant motor ) Heavy-duty, corrosion resistant motor : 2.5/9.5
Capable of bei drvwithout d Weight 0/0  10/0.7 20/M1.4 30/2.1 40/2.8 50/3.4 Capable of bei g hout d Weight
apable of being run dry without damage apable of being run dry without damage 2.0/7.6
papie g ywe d 7.28 Ibs (3.3 kg) (PSUBAR) pabie 9 ywe g 9.7 Ibs (4.4 kg)
Can be fitted to new or existing systems Can be fitted to new or existing systems
0/0  10/0.7 20/1.4 30/2.1 40/28 50/3.4 60/4.2
(PSI/BAR)
Standard Accessories: Standard Accessories:
‘ 14.57" 370mm
14.57" 370mm ' - AR ' ‘ P,
I | I. r .".-I j i . £ r "'..' —
= R s © :
£ 8 d D) E E
g E 51F010 51F003 51501 51F001 c g € ) e @ 51F010 51F003 51501 51F001
& & 5 J o
= LATLT . Q € B| Q o~
N i i g v o o
[ = & N
o o e
G, — i Water tank  Water Inlet Port ~ Water Heater o Weater Inlet Port - Water Heater
13.54" 344mm Water Tank
‘_ 13.54" 344mm J

1/2"NPT E
<
=
>
~
= = w0
Pump Accumulator
Pressure Boost System
STANDARD PUMP CONFIGURATIONS
PressureOn  Pressure Off Wire
Model Tank Volume Voltage  Control Type GPM/LPM (PSI/BAR) (PSI/BAR) Max Draw(A) Ports Connections
SFWSK1-030-055-002 0.75L 12V Switch & By Pass 3.0/11.3 45/3.1 55/3.8 7.5 1/2" MNPT  2-Pin/Leads

SFWSK2-030-055-002 0.75L 24V Switch & By Pass 3.0/11.3 45/3.1 55/3.8 4.0 1/2" MNPT  2-Pin/Leads

&/ =

6.02" 153mm

STANDARD PUMP CONFIGURATIONS

Pump Accumulator
Pressure Boost System

P On P Off :

Model TankVolume Voltage ControlType ~GPM/LPM T/2eeo ’(ggf;’ggm MaxDraw(A)  Ports Cormrceﬁons
SFWSK1-055-060-003 NEW ~ 1.0L Switch 5.5/20.8  50/3.4 60/4.2 18.0  1/2"MNPT 2-Pin/Leads
SFWSK2-055-060-003 NEW ~ 1.0L Switch 55/208  50/3.4 60/4.2 9.0 1/2" MNPT = 2-Pin/Leads
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SUBMERSIBLE PUMP

SEAFLO submersible pump is 12 / 24v DC centrifugal pump. It can pump fresh water, waste water, and sea water,
but agricultural corrosive liquid, please inform us separately. The pumped liquid should be below 43°C. Please
check the correct wiring before start the pump to avoid reverse that will impact the head of outlet. Please also
make sure the impeller should be full under liquid, and do not run dry, or it will shorten the motor life.

SEAFLO submersible pump has following benefits: high quality sealing and moisture transfer; air lock protection;

KraftBox compact design; high efficiency; long life; snap-lock filter base for easy installation; stainless steel shaft; completely

submersible; corrosion protection; low noise; ignition protected.

Automatic submersible pump combines a submersible pump with a float switch; which can turn the pump on

LUXURY PUMP ACCUMULATOR PRESSURE BOOST SYSTEM when the liquid reach a certain water level and turn off when liquid below certain water level. Automatic

submersible pump has 3 leads that can be use as an automatic pump and a non-automatic pump, please check

FEATURES & BENEFITS PUMP PERFORMANCE .
(CPM/LPM) S the manual for more details.

Smoother flow, quieter water systems. Max Recommended Temperature 5.5/20.8 —

Longer pump life, lower battery drain. 140 °F (60 °C) Max. 5.0/18.9 ‘

Self-priming up to 6 feet (1.8 m). Priming Capabilities 4.5/17.0 | ---3

Five Chamber diaphragms for smooth and 6 feet (1.8 m) suction lift 4.0/15.1

quiet operation. Inlet/Outlet Ports 3.5/13.2 | ---

Can be installed vertically or horizontally. 1/2"-14 MNPT 3.0/11.4

Maintenance free potable water quality Weight 2.5/9.5

accumulator tank. 11.9 Ibs (5.4 kg) 2.0/7.6
Complies with USCG 183.410 and ISO 8846

MARINE (Ignition Protection).
16 AWG, 4.5" long Leads

0/0 10/0.7  20M1.4 3021 40/2.8 5034 60/4.2
(PSI/BAR)

Standard Accessories:

P o~ - ; "
) . P Balance Equipment
14.46" 367.3mm ;fr v
@0.31" - 1

7.8mmf
£ == F by 51F001 x 2 51F003 x 2
5 € El €
g 5 &
o Sl o
= -
£ -
N 51501 Pressure Gage
¢
STANDARD PUMP CONFIGURATIONS
Model Tank Vol Voltage Control T GPM/LPM PressureOn Pressure Off MaxDraw(A)  Ports Wire .
ode ankVolume 9 ontrol Type (PSI/BAR) (PSI/BAR) Connections i -
SFWSK1-030-060-0021 NEW 8L 12V Switch 3.0/113  40/2.8 60/4.2 100 1/2"barb 2-Pin/Leads SR | vy " s o . D AT
SFWSK2-030-060-0021 NEW 8L 24V switch  30/113  40/28 60/4.2 55  1/2"barb 2-Pin/Leads - g er Reaycling J SeiElaibing System 3 latipa.lucc for Hunting
SFWSK1-040-060-0021 NEW 8L 12V Switch  4.0/150  40/2.8 60/4.2 13.0  1/2"barb 2-Pin/Leads
SFWSK2-040-060-0021 NEW 8L 24V Switch  4.0/150  40/2.8 60/4.2 70 1/2"barb 2-Pin/Leads
SFWSK1-050-060-0021 NEW 8L 12V Switch 5.0/189  40/2.8 60/4.2 170 1/2"barb 2-Pin/Leads

SFWSK2-050-060-0021 NEW 8L 24V Switch 5.0/18.9 40/2.8 60/4.2 9.0 1/2" barb 2-Pin/Leads
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NEW
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= I | A
.
Elbow Fitting Stano:z:r(c; 5Straig)ht Fitting Color Box
1 /an mm) or
1-1/8"(29mm) 1-1/8"(29mm)

POOL COVER PUMP NON-AUTOMATIC BILGE PUMPS 13A SERIES

FEATURES & BENEFITS FEATURES & BENEFITS panet Switch
. Motor can be MAN OFF AUTO Overload
* Unique flying-object shape to easily reach the middle of the pool cover. CE, RoHS, 150 8846, 1508849 standards sold separately : Protector

¢ Includes check valve to prevent water back flow '_T_'

¢ |C chip to turn on and off, which is more sensitive and accurate.

¢ Include removable discharge straight fitting BATTERY

¢ Innovative vent valve design to solve air trap.

* Submersible and ignition protected

¢ Removable strainer to minimize clogging and easily clean.
* Low center of gravity to protect from tilting during operation. * High efficiency, low amp motor

¢ Auto on activates when water at, or above 3.8cm (1.5") has been detected. * Stainless-steel motor shaft

« Auto off activates when water at, or below 1cm (2/5") has been detected. * Anti-Airlock protection

Split quick-connect joint design no need to

Water Level Sensing

disconnect base or plumbing when replacing pump.

\ SEAFLO Float Switch SEAFLO Submersible Bilge Pump
e =\
Rotation Function <10mm OFF ER: i ﬂ
- Optional Accessories Rotation Function PERFORMANCE (12V)
1-1/8" (29mm) ?3801
28.58in 2217.8mm ©8.58in ©217.8mm 520
3/4” NPSM [2.5]
E T 656
; )6 [2.0]
HE /AR RRN e £ - 2 e
%) m X
Sy NN DO NN AgARL w2 S
- a e z 3.28 : : : : : .
~ L= E g 1.0 o 100 200 300 400 500 600 700
2.58in 65.5mm 2.581n 65.5mm 0 8 [0]  [378] [757] [1136] [1514] [1893] [2271] [2650]
—r P E 31.5mm WHMMM”M ‘é? B FLOW RATE: GPH [LPH]
T Tﬁ —70.0mm—= @ == G00GPH/2271LPH == 800GPH/3028LPH
omnector R nESH = e= 1100GPH/4164LPH
) " 25ft/7.6m nylon rope
@1.31in @33.2mm @1.31in @33.2mm STANDARD PUMP CONFIGURATIONS
Pump Model Motor Model Flow rate Volts  Current Wire Lead Outlet Dia.
- - - - 2.5m/7.5ft 3(1m 0.40KG/0.47KG
STANDARD PUMP CONFIGURATIONS SFBP1-G600-13A SFMA1-G600-13A 600GPH 12V 2.5A / (1m) /
Pump Model Voltage Max Flow Rate Rate Power Max Head Outlet Dia. Cable Length Weight SFBP2-G600-13A SFMA2-G600-13A 600GPH 24V 1.5A 2.5m/7.5ft 3' (1 m) 3/4" (19mm) 0.40KG/0.47KG
115/230 VAC SFBP1-G800-13A SFMA1-G800-13A 800GPH 12V 35A 3m/9ft 3'(1m) 11/8" (29mm) 0.40KG/0.47KG
SFPCP-G1000-01A (50/60 Hz) 63LPM/1000GPH 51W 4m 3/4" NPSM 7.6m (25ft) 3.5Ibs(1.6kg) s
SFBP2-G800-13A SFMA2-G800-13A 800GPH 24V 2.0A 3m/9ft 3'(1m) 0.40KG/0.47KG
SFPCP-G1000-01C DC 12V 63LPM/1000GPH 51w 4 3/4" NPSM 7.6m ( 25ft 3.51bs (1.6 ki ,
/ o / m (25ft) s(1.6kg) SFBP1-G1100-13A  SFMAT-G1100-13A  1100GPH 12V 40A  4m/12ft 3'(1m) 1" (25mm) 0.40KG/0.47KG

SFBP2-G1100-13A SFMA2-G1100-13A 1100GPH 24V 2.5A 4m/12ft 3'(1m) 11/8" (29mm) 0.40KG/0.47KG
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‘“Et-_ir_ ——
" — )
P — ul La”
S Standard Straight Fitting
— "
LS 1.5" (40mm)
_— I
b
S
i -
] Color Box * ~
Standard Straight Fitting Blister Color Box i 4=
1"(25mm) or Standard Straight Fitting
1-1/8"(29mm) 2" (52mm)

NON-AUTOMATIC BILGE PUMPS 13A SERIES

FEATURES & BENEFITS
* CE, RoHS, ISO 8846, ISO 8849 standards

* Traditional operation by switch or float switch

ELECTRONIC TIMER SENSING AUTO BILGE PUMPS 13B SERIES

600/800/1100 GPH|
FEATURES & BENEFITS £00/800/1700 o
sold separately

* Compact automatic pump-no float switch needed

PERFORMANCE (12V)

16.40
[5.0]

« Check for water every 2.5 minutes, Runs for a half second Running for 0.5 sec
¢ CE, RoHS, ISO 8846, 1ISO8849 standards

¢ Submersible and ignition protected

* Entirely Submersible 13.12
[4.0]

* Run dry capable for workloads
9.84

» High efficiency, low amp motor
* Stainless-steel motor shaft
* Includes check valve to prevent water back flow

¢ Include removable discharge straight fitting

Split quick-connect joint design no need to
disconnect base or plumbing when replacing pump.

v

.

Optional Accessories

Rotation Function

1-1/8" (29mm) 8.20 Q120mm
25
- 46.0mm el E =
T B I 656 > E
26.0mm 5 [2.0] g -— ‘02
€ mo 492 5
RN g c ™[5 -
— @QD MR E S () z ©
= = 328 : : : : : ‘ !
Na=% m 9 o g (@) (0o 100 200 300 400 500 600 700 5
0 [378] (757 [1136] [1514] [1893] [2271] [2650] - B
SELL 55
o N FLOW RATE: GPH [LPH]
S~
31.5mm N o
Q -
Q

STANDARD PUMP CONFIGURATIONS

fe—132.0mm ——

3.8cm1.5" 0.5SEC ON
2cm 0.75" 2.5 MIN OFF

9.84

PERFORMANCE (12V)

[3.0]

@ 600GPH/2271LPH

@ 800GPH/3028LPH

@ 1100GPH/4164LPH

* Quiet operation

* Stainless steel shaft

* Snap-off strainer base for easy maintenance
¢ Pump and switch are stand alone products
e Sealed efficient, long life motors

¢ Anti-Airlock protection

e Exclusive moisture tight seals

¢ Marine grade blocked wiring

STANDARD PUMP CONFIGURATIONS

3.0

6.56
[201 "

[W11334:avaH

3.28
[1.0]

[0] [1893] [3785] [7578] [7570] [9463] [11355]

@ 3000GPH/11355LPH @ 3700GPH/140045LPH

0 500 1000 1500 2000 2500 3000 3500 4000
[2650]

[15140]

4500 5000
[17033]

[18925]

FLOW RATE: GPH [LPH]

@ 4700GPH/17790LPH

Wire lead

Outlet Dia.

Volts

Flow rate

Current

, y SFBP1-G3000-13A 3000 GPH 12V 12A 20A 55m/18.04' 1m/3' 15" (40mm) 2"(52mm)  2.1kg/2.2kg
Pump Model Motor Model Flow rate Volts Current Wire Lead Outlet Dia.

' SFBP2-G3000-13A 3000 GPH 24V 6A 10A 55m/18.04' 1m/3' 15" (40mm) 2" (52mm)  2.1kg/2.2kg

SFBP1-G600-13B SFMA1-G600-13B 600GPH 12v 2.5A 2.5m/7.5ft 3'(1m) 0.40KG/0.47KG
S —— SFBP1-G3700-13A 3700 GPH 12V 14A 25A 6.0m/19.69' 1m/3' 1.5"(40mm) 2" (52mm)  2.1kg/2.2kg

SFBP2-G600-13B SFMA2-G600-13B 600GPH 24V 1.5A 2.5m/7.5ft 3'(1m) 3/4" (19mm) 0.40KG/0.47KG
18" (29 —— SFBP2-G3700-13A  3700GPH 24V 7A 12A 6.0m/19.69' 1m/3' 157 (40mm) 27 (52mm)  2.1kg/2.2kg

SFBP1-G800-13B  SFMA1-G800-13B  800GPH 12V 3.5 3m/9ft 3'(1m) /8"(29mm)  0.40KG/0.47KG
S SFBP1-G4700-13A  4700GPH 12V 16A 25A 6.5m/21.33' 1m/3' 1.5"(40mm) 2" (52mm)  2.1kg/2.2kg

SFBP2-G800-13B SFMA2-G800-13B 800GPH 24V 2.0A 3m/9ft 3'(1m) 0.40KG/0.47KG
SFBP2-G4700-13A  4700GPH 24V 8A 14A 6.5m/21.33' 1m/3' 15" (40mm) 2"(52mm)  2.1kg/2.2kg

SFBP1-G1100-13B SFMA1-G1100-13B 1100GPH 12V 4.0A 4m/12ft 3'(1m) 1" (25mm) 0.40KG/0.47KG

SFBP2-G1100-13B  SFMA2-G1100-13B 1100GPH 24V 2.5A 4m/12ft 3'(1m) 11/8" (29mm)  0.40KG/0.47KG
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Standard Straight Fitting
11/8" (29mm)

Color Box

FEATURES & BENEFITS

* Compact automatic pump-no float switch needed

¢ Check for water every 2.5 minutes, Runs for a half second
« CE, RoHS, ISO 8846, 1SO8849 standards

¢ Submersible and ignition protected

« High efficiency, low amp motor

* Stainless-steel motor shaft

e Includes check valve to prevent water back flow

¢ Include removable discharge straight fitting

Split quick-connect joint design no need to A 15 DEEES GIN

disconnect base or plumbing when replacing pump. 2cm 0.75" 2.5 MIN OFF

PERFORMANCE (12V)

Rotation Function 16.40

Optional Accessories
[5.0]

1-1/8" (29mm)

13.12)
[4.0]

984
[3.0]

6.56
[2.0]

[N]1334:QV3IH

328 .
(1.0

140mm

0 400 800 1200 1600 2000
[0] [1514] [3028] [4542] [6056] [7570]

FLOW RATE: GPH [LPH]

@ 1500GPH/5678LPH @ 2000GPH/7570LPH

STANDARD PUMP CONFIGURATIONS

|3 ,,es E’) pits 25 @

e ——
" — )
Standard étrz;ight Fitting
1.5" (40mm)
-
Color Box L | U
Standard Straight Fitting
2" (52mm)
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NON-AUTOMATIC BILGE PUMPS 13A SERIES

FEATURES & BENEFITS
* CE, RoHS, ISO 8846, ISO 8849 standards

16.40,

PERFORMANCE (12V)

* Traditional operation by switch or float switch 5ol

* Entirely Submersible 13.12

[4.0]
* Run dry capable for workloads
9.84
* Quiet operation [3.0]

* Stainless steel shaft 6.56

[W11334:avaH

* Snap-off strainer base for easy maintenance

* Pump and switch are stand alone products 52

e Sealed efficient, long life motors

[201 "

¢ Anti-Airlock protection 0
. . . 0]
e Exclusive moisture tight seals

¢ Marine grade blocked wiring

@ 3000GPH/11355LPH

500 1000 1500 2000 2500 3000 3500 4000 4500 5000
[1893] [3785] [7578] [7570] [9463] [11355] [2650] [15140]  [17033] [18925]

FLOW RATE: GPH [LPH]

@ 3700GPH/140045LPH @ 4700GPH/17790LPH

Q120mm

187mm

~81.4mm

STANDARD PUMP CONFIGURATIONS

Flow rate Volts Current

187mm

Wire lead Outlet Dia.

Pump Model Motor Model Flow rate Current Wire Lead Outlet Dia.
SFBP1-G1500-13B SFMA1-G1500-13B 1500GPH 12v 4.5A 5.0m/16.40ft 3'(1m) 0.68KG/0.78KG
SFBP2-G1500-13B  SFMA2-G1500-13B  1500GPH 24V 2.5A 5.0m/16.40ft 3'(1Tm) 11/8* @9mm) 0.68KG/0.78KG
SFBP1-G2000-13B SFMA1-G2000-13B 2000GPH 12V 7.5A 5.5m/18.04ft 3'(1Tm) 0.78KG/0.88KG
SFBP2-G2000-13B SFMA2-G2000-13B 2000GPH 24V 4.0A 5.5m/18.04ft 3'(1m) 0.78KG/0.88KG

SFBP1-G3000-13A 3000 GPH 122V 12A 20A 5.5m/18.04' Tm/3' 1.5" (40mm) 2" (52mm) 2.1kg/2.2kg
SFBP2-G3000-13A 3000 GPH 24V 6A 10A 5.5m/18.04' Tm/3' 1.5" (40mm) 2" (52mm) 2.1kg/2.2kg
SFBP1-G3700-13A 3700 GPH 12V 14A 25A 6.0m/19.69' Tm/3' 1.5" (40mm) 2" (52mm) 2.1kg/2.2kg
SFBP2-G3700-13A 3700 GPH 24V 7A 12A 6.0m/19.69' Tm/3' 1.5" (40mm) 2" (52mm) 2.1kg/2.2kg
SFBP1-G4700-13A 4700GPH 12V 16A 25A 6.5m/21.33' Tm/3' 1.5" (40mm) 2" (52mm) 2.1kg/2.2kg
SFBP2-G4700-13A 4700 GPH 24V 8A 14A 6.5m/21.33' Tm/3' 1.5" (40mm) 2" (52mm) 2.1kg/2.2kg
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Elbow fitting
11/8" (29mm)

-
- .
L E
= -
5 -
—
-
d | e
1" (25mm) 3/4" (19mm)
11/8" (29mm) 1" (25mm)
Straight fitting

WATER LEVEL SENSING LOW PROFILE AUTOMATIC BILGE PUMP 14A SERIES
FEATURES & BENEFITS

+ Low narrow design for tight/awkward bilge spaces

+ Easy installation - outlet and pump body 360° rotate to suit your installation
- Efficient operation - Very low power consumption

+ Low profile strainer - Leaves the bilge almost dry

» Easy to clean- snap fit assembly

+ Easy to clean — unique clever strainer design with 360° rotation function

+ Easy to clean — easy to remove and replace for cleaning

+ Includes check valve to prevent water backflow

+ CE, RoHS, ISO 8846,1S08849 standards

Water Level Sensing

1-3CM OFF —

Split quick-connect joint design no need to

disconnect base or plumbing when replacing pump.

Motor can be
sold separately

i
o

Pf;_dlluli'

II.IIJ
® ¢

—
Rotation Function Pump body Rotation Function Take out motor and
fastern with screw i I
before install the pump i
16.40,
[5.5] N N N
243 130.6mm E ward 1100 GPH 12V
T U [CX0 ] e N Tttt Pttty Tt
= ; m
LT P S S S S
il
] o R e T e i S
55.07mm : : : : . . : . .
14A ‘ S S SRR SRR N

[g] 200 300 400 500 600 700 800 900 1000 1100
[757] [1136] [1514] [1893] [2271] [2650] ([3028] [3407] [3785]

FLOW RATE: GPH [LPH]
STANDARD PUMP CONFIGURATIONS

Modeof Operation OuttetDia NW/GW
12V 3.2A

SFBP1-G800-14A | SFMA1-G800-14A | 80OGPH 3.2m/10.5' 0.39/0.56kg
~G800- -G800- ' 3/4" (19mm
SFBP2-GBOO-14A  SFMA2-GB00-14A | B800GPH 24V 20A  32m/105° o oo " (2(5mm)) 0.39/0.56kg
SFBP1-G1100-14A | SFMA1-G1100-14A = 1100GPH | 12V 42A  40m/13' level sensor 11/8" 29mm) | 0.39/0.56kg
SFBP2-G1100-14A  SFMA2-G1100-14A  1100GPH = 24V 30A  40m/13' 0.39/0.56kg

CE@ D pihs 25 @ & FDA 150 9001:2015 1S0 14001:2015 1SO 45001:2018 S-" I\FL()®
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Elbow fitting
11/8" (29mm)

-
- .
L E
= b
5 -
—
S
d | b
1" (25mm) 3/4" (19mm)
11/8" (29mm) 1" (25mm)
Straight fitting

TIMER SENSING LOW PROFILE AUTOMATIC BILGE PUMP 14B SERIES
FEATURES & BENEFITS

+ Low narrow design for tight/awkward bilge spaces Runningfor 0.5 sec

+ Easy installation - outlet and pump body 360° rotate to suit your installation

- Efficient operation - Very low power consumption Q@y

+ Low profile strainer - Leaves the bilge almost dry Check for water every 2.5 min
» Easy to clean- snap fit assembly

+ Easy to clean — unique clever strainer design with 360° rotation function

+ Easy to clean — easy to remove and replace for cleaning VgK/

I oo seovon
ROT ' standards 1-3CM OFF -

Motor can be
sold separately
i

Timer Sensing

Split quick-connect joint design no need to

disconnect base or plumbing when replacing pump.

Fv;___dlluhl

Take out motor and
fastern with screw e
before install the pump

Rotation Function Pump body Rotation Function

16.40
[5.5]

| 111.8mm

2-¢4.3

[W]1334:aQv3H

84.3mm

——

— =
]
43.2mm

35.1mm %] SRREE EEEEEE e AR FRPETEE FEPREY e R R

14B/14C 183.4mm

[8] 200 300 400 500 600 700 800 900 1000 1100
[757] [1136] [1514] [1893] [2271] [2650] [3028] [3407] [3785]
FLOW RATE: GPH [LPH]
STANDARD PUMP CONFIGURATIONS

Flow rate Current Mode of Operation Outlet Dia.
SFBP1-G800-148 SFMA1-G800-14B | 800GPH 12V 32A | 32m/105' 0.38/0.55kg
SFBP2-G800-14B SFMA2-G800-14B 800GPH | 24V 20A | 32m/105' automatic 31 X ! ;159”‘”‘) 0.38/0.55kg
SFBP1-G1100-14B | SFMA1-G1100-14B =~ 1100GPH = 12V | 42A  4.0m/13' timer sensor 11 /8(" (Zn;,r::n) 0.38/0.55kg
SFBP2-G1100-14B  SFMA2-G1100-14B | 1100GPH = 24V 3.0A 40m/13' 0.38/0.55kg
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Elbow fitting
11/8" (29mm)

=

B £ —

—— I.-_'- = .
e -
. +
ES=, A Color Box -
V’ i -~
/ 1" (25mm) 3/4" (19mm)
& o 11/8"(29mm) 1" (25mm)

Straight fitting

>

LOW PROFILE BILGE PUMP 14C SERIES
FEATURES & BENEFITS

Low narrow design for tight/awkward bilge spaces

Easy installation - outlet and pump body 360° rotate to suit your installation

Efficient operation - Very low power consumption

Low profile strainer - Leaves the bilge almost dry

Easy to clean- snap fit assembly

Easy to clean —unique clever strainer design with 360° rotation function

Easy to clean — easy to remove and replace for cleaning

Includes check valve to prevent water backflow
CE, RoHS, ISO 8846,1SO8849 standards

Split quick-connect joint design no need to

disconnect base or plumbing when replacing pump.

Motor can be
sold separately

o — T 3
360 a |
360° h : |
S A i
|'. i
T, e _
- 4 T —
Rotation Function Pump body Rotation Function Take out motor and
fastern with screw wT
before install the pump
16.40
[5.5]
| 111.8mm

1100 GPH 12V

2-943

84.3mm
[W]1334:av3IH

]
43.2mm

1] : ga o S A N o o
= i { : : : : : : : : :
354mm | EEEEE R SRRRES beeooogeeeoes O IR e beeeoodeneees
148/14¢ I R A
[8] 2;)0 350 450 5‘00 6‘00 760 860 960 1060 1100
[757] [1136] [1514] [1893] [2271] [2650] [3028] [3407] [3785]
STANDARD PUMP CONFIGURATIONS FLOW RATE: GPH [LPH]
Flow rate Current Mode of Operation Outlet Dia.
SFBP1-G800-14C SFMA1-G800-14C 800GPH 12V 3.2A 3.2m/10.5' 0.35/0.5Tkg
SFBP2-G800-14C SFMA2-G800-14C | 800GPH | 24V 20A | 3.2m/105' 3/4(19mm)  035/0.51kg
manual 1" (25mm) E———
SFBP1-G1100-14C | SFMA1-G1100-14C =~ 1100GPH = 12V 42A 4.0m/13' 11/8" (29mm) = 0.35/0.5Tkg
SFBP2-G1100-14C = SFMA2-G1100-14C =~ 1100GPH = 24V 3.0A 4.0m/13' 0.35/0.51kg

FEATURES & BENEFITS MOTOR PR el il
* All-in-one pump & Electromagnetic sensor switch Type ossl
* Enclosed construction offers advanced reliability Sealed, efficient, long life motor @or
- Allows for effortless installation and service Temperature Limits Bl

* With the ability to quick disconnect the power line Z soal--
& 2

and the strainer base in seconds Duty Cycle 3 :

. Intermittent Z 262]-

+ Proper pump care has never been easier = o8|

+ Available in 600, 750, and 1100 GPH 131f-
+ 18 AWG, 1 m long leads

€@ D eths 25 @ [FoA 150 9001:2015 1S0 14001:2015 1S0 45001:2018 S —AF LO®
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Color Box

Blister

ELECTROMAGNETIC AUTO BILGE PUMPS

[1.6]
110 °F (43 °C) Max. B

[0.4]

[0] 100 200 300 400 500 600 700
[378]  [757] [1136] [1514] [1893] [2271] [2650]
FLOW RATE: GPH [LPH]

e A

New innovative quick change feature removes and installs in seconds!
No need to disconnect base or plumbing when replacing pump

1.9in 49.5mm

e
o ®

4.13in 105.0mm

3.27in 83.0mm

1.14in zemi
4.13in 105.0mm

0.75in 19.0mm

6.5in 166mm 6.7in 170mm
600 GPH-750 GPH 1100 GPH
STANDARD PUMP CONFIGURATIONS

Flow rate Volts Current Wire lead Outlet Dia.
SFBP1-G600-11 600 GPH 12V 25A 25m/8.0 Tm/3.0' 19 mm/3/4" 0.55/0.6 kg
SFBP2-G600-11 600 GPH 24V 15A 25m/8.0 1m/3.0' 19 mm/3/4" 0.55/0.6 kg
SFBP1-G750-11 750 GPH 12V 30A 3.0m/10.0’ 1m/3.0' 19 mm/3/4" 0.55/0.6 kg
SFBP2-G750-11 750 GPH 24V 1.6A 3.0m/10.0" 1m/3.0' 19 mm/3/4" 0.55/0.6 kg
SFBP1-G1100-11 1100 GPH 12V 3.0A 40m/13.0' 1m/3.0' 29 mm/1-1/8" 0.55/0.6 kg
SFBP2-G1100-11 1100 GPH 24V 1.8A 40m/13.0' 1m/3.0' 29 mm/1-1/8" 0.55/0.6 kg
SFBPA2-G1100-11 1100 GPH 220V 33A 40m/13.0' 1m/3.0' 29 mm/1-1/8" 0.97/1.0 kg
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Can be split to use 3
Blister Blister

200GPH PERFORMANCE

29,
[0y

SUBMERSIBLE AND LINE PUMP 280GPH PERFORMANCE SUBMERSIBLE AND LINE PUMP

29.5)
19

FEATURES & BENEFITS | FEATURES & BENEFITS

26.2|

* Able to pump 40 °C diesel . 80 °C sea water = * Able to pump 80 °C sea water “

N 23.0|

* Able to run about 20 minutes E 0 * Able to run about 20 minutes "
m

19.7

* Portable to carry on ';U; 6.4 * Portable to carry on S
m 18] al

+ Easy installation é‘ P + Easy installation E k)
= w| . 2

* Intermittent duty ol Intermittent duty =W

3] 9.84

3

« "A" refers to 5m leads with clip, “B" refers to Tm leads
6. 56|
2

328
[UN

FLOW RATE: LPM FLOW RATE: LPM

27.3mm 500GPH PERFORMANCE

%91.;mm 20mm Lorin 2 1.07in 29.4mm
. A7in, 0.79in mm — 1 2 — — .
i . 0.79in e . 1.15in 11mm 17
T15mm o2 Amm 048 in T \ ol 11mm 0.43in
E 0.59i tﬁm&m ' \ @l 0.43in
c ™ T
< < - o - = gt 1 10321."] — 13mm
e e e 5 Sy o || 05in
° ° 5t E i = =
o 8| 5| Sog £t InE= ‘
&2 A g el § = S ‘
i el © 5 gl © sl | & <
E Ele @ &l = 3 5 i
0 S| 3 - el 3 W 6| o £l
- Tl Tl e L El ¢ o | E
£ £ o 4 8 12 16 20 24 28 32 36 20 gl = el g
= L | ©
© S FLOW RATE: LPM ©| o E
Q I —— ~ ~
——— o ~| E <
iy T E :
. 27.3mm ~
J [ Tsmmoson Loin 8
280 GPH 500 GPH |
i
T/11mm 0.43in ] - e
STANDARD PUMP CONFIGURATIONS )
13mm0.5in
Model Flow Rate Voltage Max Draw Fuse Amps Head Wire Lead Outlet Dia.
SFSP1-G280-02A 280 GPH 12V 45A 75A 6m/19.7' 5m/16' 1/2"
STANDARD PUMP CONFIGURATIONS
SFSP1-G280-02B 280 GPH 12V 45A 75A 6m/19.7' 1m/3' 1/2" . .
Model Flow Rate Voltage Max Draw Fuse Amps Head Wire Lead Outlet Dia.
SFSP1-G500-02A 500 GPH 12V 45A 75A 7m/23' 5m/16' 3/4"
SFSP1-G200-03B 200 GPH 12V 45A 75A 5m/16.4' Tm/3' 3/8"/1/2"

SFSP1-G500-02B 500 GPH 12V 45A 75A 7m/23' 1m/3' 3/4"
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Color Box

PE Bag

LOW VOLTAGE SUBMERSIBLE PUMP DEEP WELL SOLAR SUBMERSIBLE PUMP

262. T
teor|

FEATURES & BENEFITS PUMP MOTOR FEATURES & BENEFITS PUMP 2[27%17
» Pumps up to 18 vertical feet Priming Capabilities Type Designed to be used with solar panels or Inlet / Outlet s
* 1/2" Outlet Flooded suction Compact, efficient, long life motor a 24v battery system Intake: 50 mesh stainless steel filter CO
+ Ideal for backup battery sump Power Temperature Limits Easy hook up tomost any existing solar Outlet:1/2"(127mm) barb =

panels or wind generator systems Weight: o o
+ Quiet and vibrationless operation 2.8 amps max current draw 110 °F (43 °C) Max. For 4D wells o larger 76 lbs(3.45 kg) g 1[3410]2
* Completely submersible Flow Duty Cycle Runs dry without damage Type E N

Water blocked cable connector
Accepts a variety of jacketed cables
16 AWG, 2 meters (6.7 feet) long leads

DC permanent magnet motor; po|

Intermittent (30 minutes) ith thermal protecti
wi ermal protection

+ 18 AWG, 1 m long Leads 3.2 & 5.0 GPM Models Available

65.6f - -
[20] :

328} -+
(o1 :

12LPM PERFORMANCE 16LPM PERFORMANCE

9.84 9.84
T [3] T [3] [g] 1 2 3A 4 5
g ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, ; 2.4in (61 mm) FLOW RATE: LPM
Q 4
N R N S AR TS ST . T R M 6.56
SR N g @ I
= £ P ‘ 0.56 in (14.3 mm)
328 R S S S S S 3.28 — — I
K| 8.0 9.0 10.0 11.0 12.0 [1] 1220 13.0 14.0 15.0 16. 17.0 ] ﬂ —
FLOW RATE: LPM FLOW RATE: LPM w ]EJ EJ lj} @J
. i Application
E l H H H \ —
£ = £ . Lift:70m
© 1S
2 1o E
= gl & =)
*J% £ E c )
@ el ITe} =
7% e & = E Depth:30m
£ o
s o
12mm 12m91 @
96mm ~ 106mm
48mm
| %‘% 40mm i %h%?
SFSP1-L012-01 SFSP1-L016-01 STANDARD PUMP CONFIGURATIONS
STANDARD PUMP CONFIGURATIONS Model Voltage Max Draw(A) Fuse Max Diving depth Max Lift Inlet / outlet Open flow
Model Voltage Max Amps Flowrate Bar Head Wire Lead OutletDia. N.W./G.W. SFBPI-G103-01 2V 30A 40A 100 feet (30 m) 230 feet (70 m) 50 mesh stainless steel filter 6.5 LPM+5%
) /1/2" (12.7mm) barb
SFSP1-L012-01 12V 2.0A 12LPM 0.6 bar 6m/19.7 Tm/3' 12mm/1/2" 0.16/0.18 kg
SFSP1-L016-01 12V 4.0A 16LPM 0.6bar  6m/19.7°  1m/3' 12mm/1/2"  0.24/0.26kg SFBP2-G103-01 24V 60A 8OA 100 feet (30 m) 30feet(om) m;j;f;az";'ess)sf)ee:"ter 65 LPM£5%
./mm) par;
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Simple Switch

With level sensing function, Switch on to start pump

automatic stop when filling up

Simple Hook
Hook nozzle when not use

Pump Size
Put in outport up to 33mm

FUEL TRANSFER PUMP

FEATURES & BENEFITS

Reminder of the operating status
of the oil pump with indicator light

Color Box

Explosion-proof motor, equipped
with current overload protection

BATTERY POWERED FUEL TRANSFER PUMP
FEATURES & BENEFITS . .
« Simply press to start and stop

¢ Free you from lifting heavy fuel cans

« Auto-stop sensor to stop when full FTP21 FTP22 FTP23 * Fast transfer rate up to 3.5GPM O % E E

« Free you from lifting heavy fuel cans * The flow rate can be controlled by manual control nozzle -J g ;s

e Fast transfer rate up to 3.2GPM APPLICATIONS ¢ 3-stage design allow to easily replace when damage % E E ;

* Work perfectly with SEAFLO fuel cans * Overload protection to prevent from safety hazard \u E E E
)]

« Explosion-proof motor and overload protection * Portable and light weight for easy store and convenient use

* Work perfectly with SEAFLO fuel cans
* Transfers Gasoline, Diesel, Antifreeze, Light Oil, Chemical insecticides, Detergent, etc

¢ Weather-resistant and corrosion-resistant hose

 LED is on when pump turns on, and off when pump turns off Color Box

 Transfers Gasoline, Diesel, Antifreeze, Light Oil, Chemical insecticides, Detergent, etc

APPLICATIONS

£
E
o
N~
£
£
¥
216mm | 446mm
E .
[$)]
%) w | (3
‘;? g E 9 [II]: 33mm
> — £
£
N
! a
FTP21 FTP22 FTP23
|- 1050mm
o o = b
F Zaaimm |5 L Z52.1mm g - o6Lomm §
248.4mm 3 |- ©59.5mm 3 ©65.2mm STANDARD TANK CONFIGURATIONS
Model Battery Voltage Max Flow Rate Max Head Duration Tubing length N.W/GW
STANDARD TANK CONFIGURATIONS in: 506
SFFTP5-025-01 2pcs of D batt 3v 2.5GPM 1.5 in: 5U6 Mmm
Model Battery Voltage Max Flow Rate Max Head Duration Tubing length N.W/GW peso arery m TH out: 1050 mm 387/6109
SEFTP5-024-02 AAAA 3y >4 GPM 15m 1H in: 465 mm 350 /480 SFFTP5-032-01  Rechargeable lithium batter 37V 3.2GPM 3.0m 2H in: 506 mm 513 /760
' ' out: 1050 mm /4809 9 y : : : out: 1050 mm /7609
SFFTP5-032-02 Lithium 37V 3.2GPM 30m TH in: 465 mm 445 /575 SFFTP1-032-01 No, with power cable 12V 3.2GPM 3.0m Continuous ~ In:206 mm 393/710
: : : out: 1050 mm 9 ' ' ' out: 1050 mm 9

— 59 — — 60 —
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SEAFLO 14L

OIL CHANGE SYSTEM

SEAFLO oil change system includes premium pump with 6 feet (1.8m) cables,
battery clips, hose kit and 3.7 gallon (14 L) storage bucket. Incorporating SEAFLO
advanced motor technology that includes thermal overload protection, this Oil
Change System is self-priming, easy to install and extremely versatile. System
simplifies the engine oil changing process, perfect for changing engine oil in Boats,
RV’s, Lawn and Garden Equipment.

FEATURES & BENEFITS

« Self-contained oil change system

« Self-priming up to 5 feet (1.5m), run dry capable pump, thermal overload protection
« Battery clamp leads and on-off switch to make pumping process quick and simple

« Secured fully assembled 3.7 gallon (14 L) pail prevents wobble and spillage

« Vent hole can prevent the barrel from expanding and unable to pump oil

« Drain Spout for easy pouring

» No spilling and very portable, easy to empty and easy to carry

« Easy to operate - four easy steps to fast, clean oil

INSTALLATION DIMENSION DRAWING

For quicker oil changes, start engine
and run for 5 minutes to heat the oil.

bk

A

4

Remove the dipstick and insert

the suction probe.

ON

©) S)

Attach the power cord clips to the
engine’s battery.

Activate pump with switch on
motor to drain crankcase.

Weight

%@ 7.28in_185.0mm
2.16in
[ | 55.0mm
13 = )
&l ¢ ]
i (-
12.20in : K
#310.0mm 4.05in_102.8mm =
STANDARD PUMP CONFIGURATIONS
Model Number Voltage Amp Draw Fuse Size Open Flow Battery Leads Suction Tube
SFOCS1-015-01 12V DC 2A 5A 1.5GPM/5.6LPM 6.6ft / 2m 8ft / 2.4m

3.7lbs / 1.69kg

wwg'zg uI9z'e
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OILCHANGE SYSTEM

FEATURES & BENEFITS

* Self-contained oil change system

e Self-priming up to 5 feet (1.5m), run dry capable pump,thermal overload protection
* Battery clamp leads and on-off switch to make pumping process quick and simple
¢ 8 feet(2.4m), oil & heat resistant 1/4 inch suction tube

* 6.6 feet (2m) battery leads with alligator clips

S=EAFLO

Qil change pump

* With 3 m of 10/14 mm (inner/outer diameter) transparent PU tube

/1

e Very portable and easy to carry

(———X
e Perfect for changing engine oil in Boats, RV's, Lawn and Garden Equipment |'_‘|
. Barrel
* Easy to operate - four easy steps to fast, clean oil \ /

* Perfect for changing engine oil in Boats, RV’s, Lawn and Garden Equipment.

INSTALLATION DIMENSION DRAWING

7.28in 185.0mm

2.16in
55.0mm

o o
E s 23F002
4.05in_102.8mm S §° (5/8" X 3/8")
e

O.ZOWn@

$5.00mm

STANDARD PUMP CONFIGURATIONS

Model Number Voltage Amp Draw Fuse Size Open Flow

SFOCS1-015-02 12V DC 2A 5A 1.5GPM/5.6LPM

Battery

23F003
(5/8" X 1/4")

Optional Accessories

Dimension(L*W*H)

185x103x68 mm
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GEARPUMPS

FEATURES & BENEFITS

Perfect for pumping oil
Metal pump head

Metal gears

Sealed Motor Design
Thermally Protected Motor
Self-priming

Stainless Steel Shaft

TYPICAL APPLICATIONS

Extreme duty

Transmission fluid transfer
Lubricant and viscous liquid transfer
Industrial use

Oil change pump

CE ,,g:‘ (CQ‘ PR/HS & @

www.seaflo.cn Email: cn@seaflo.com

Color Box

PUMP

Liquid Temperature

140 °F (60 °C) Max.
Priming Capabilities

Not needed flooded suction
Power

10 amps max current draw
Max Pressure

Not needed

Inlet/Outlet Ports

3/8" FNPT (9.52 mm)
thread fitting

Weight

5.46 Ibs (2.48 kg)

MOTOR

Type

High quality seamless design
that is thermally protected
Leads

Wire leads

Temperature Limits

140 °F (60 °C) Max.

Duty Cycle

Intermittent

Voltage

12V/24V

y Fo/A 150 9001:2015 1S0 14001:2015 1S0 45001:2018

Gear

Standard Accessories

=
5

GPFOO1

GPF001
3/8" MNPT x 1/2" Barb
0.23in 2.36in
?6.00mm i 60mm i
S . ) i — T
~
< g £ g % =hL <<
@ £ @ £ mg
n D ™~ O [SATp=N
= oo — =
S 2 §
! 3.15in !
80mm
STANDARD PUMP CONFIGURATIONS
Model Voltage GPM/LPM Impeller Ports Lead Molded Max Draw(A)
SFGP1-032-003-01 12V 3.2/12.0 copper 3/8" FNPT Yes N/A 10
SFGP2-032-003-01 24V 3.2/12.0 copper 3/8" FNPT Yes N/A 6

(E ‘.Qs (E:’) pR/Hs E'lg g
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PLASTIC 5L, 10L, 20L AUTO SHUT OFF FUEL CANS

Fuel Container Gasoline, Diesel, Two-stroke engine oil EAP & AS/NZS 2906:2001 Standards

DESCRIPTION

Seaflo 5, 10 & 20 Litre automatic shut off fuel cans which are designed with specially proportioned rear handle for
balanced pouring that is self venting for safer & easier pouring.
Features reduced emissions to protect the environment and meets EAP & AS/NZS 2906:2001 Standards.

TYPICAL APPLICATIONS

S=EAFLO

s
Press and

Unlock the

Child Lock

Car, lawnmower, atv or snowblower and other
essential equipment topped off with fuel

FEATURES & BENEFITS

Complies to EPA & CARB Standards

Spill Proof, Durable Vented Pouring Spout

UV Stabilized High Grade Polyethylene

Certified to Australian Standard AS/NZS 2906:2001

’—P Dust Cap Guide Tube
Fixing Screw

9 /

2]

Push Down to Pour
/]

(3]

-
Placed Back in Order

.

I"-;\/

0

Capacity Length Weight (DRY) Color  Handle Type
SFGT-05-01 5L 260 mm 130 mm 275 mm 0.8 kg Gasoline Red Built-in
SFGT-10-01 0L 290 mm 160 mm 346 mm 1.3 kg Gasoline Red Built-in
SFGT-20-01 20L 330 mm 190 mm 476 mm 1.8kg Gasoline Red Built-in
SFDT-05-01 5L 260 mm 130 mm 275 mm 0.8 kg Diesel Yellow Built-in
SFDT-10-01 0L 290 mm 160 mm 346 mm 1.3 kg Diesel Yellow Built-in
SFDT-20-01 20L 330 mm 190 mm 476 mm 1.8kg Diesel Yellow Built-in
SF2T-05-01 5L 260 mm 130 mm 275 mm 0.8 kg Two-stroke Gasoline Engine Oil Green Built-in
SF2T-10-01 0L 290 mm 160 mm 346 mm 1.3 kg Two-stroke Gasoline Engine Oil Green Built-in
SF2T-20-01 20L 330 mm 190 mm 476 mm 1.8kg Two-stroke Gasoline Engine Oil Green Built-in

Consult factory for other available models
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3 Gallon

6 Gallon

ALL STAR SERIES - AUTO SHUT OFF FUEL CANS / 5L, 10L, 20L PORTABLE MARINE BOAT FUEL TANK WITH GAUGE

DESCRIPTION

It is the latest version (the third generation) of SEAFLO all-star jerry can. With more user-friendly designs, SEAFLO all-star jerry can is more convenient and

DESCRIPTION

SEAFLO 3 Gallon/12 Liter, 6 Gallon/24 Liter Portable Marine Boat Fuel Tank with Gauge is constructed of 2 layers HDPE, which is strong & durable.
Designed with ergonomic handle structure and built-in mechanical pointer make it easier use.

It complies with 2010 EPA regulations and meets EPA CFR 40, California CCR 2468 and AS/NZS 2906:2001 standards.

TYPICAL APPLICATIONS

SEAFLO Portable Fuel Tank is designed for use in all marine and non-marine small engine applications

FEATURES & BENEFITS

@ Auto shut off nozzle is easy to operate and will be closed automatically to prevent
from leakage

@ Child proof lock for safer use

FEATURES & BENEFITS

Automatic vacuum valve ensures proper fuel flow and eliminates the need for manual vent
Low permeation tank virtually eliminates fuel evaporation and fuel loss.

1/4" NPT thread to fit standard tank fittings

Ethanol and Alcohol compatible

® Unique liquid level line for checking the volume at a glance
® Innovative U-shaped groove design, Body of can has better ability of shock
resistance, which make it solid and durable

safer to use. It can hold gasoline, diesel, engine oil, alcohol, clean fuels, etc. The products are widely used in outdoor fuel equipment, such as automobiles,
® Venting hole ensures faster and safer filling
(® Humanized side handle for easier use

RVs, yachts, garden tools, agricultural equipment, ATVs; it also can be used in pharmaceutical factories, gas stations, energy factories, etc.
@ The fixation problems during transportation is solved easily when U-shaped

0]
@)
groove and band fit together.
®

®
Widened bottom to prevent from falling; for easy and safe storage, transportation ()
® Slot design for easy stacking
Meet Australian standard of AS/NZS 2906:2001
@ Meet requirements of EPA & CARB certification

Multifunctional fuel cap with lock protection and Universal nozzle structure to match most of
built in check valve to ensure the pressure balance connectors.
for inside and outside of tank during use.

Built-in mechanical pointer to know the level of the
liquid in the tank through the transparent
observation structure.

SFGT-05-02 265 mm 138 mm 242 mm 0.8 kg Gasoline ‘

SFGT-10-02 0L 290 mm 184 mm 325 mm 1.3 kg Gasoline Red

SFGT-20-02 20L 345 mm 224 mm 395 mm 1.8kg Gasoline Red

SFDT-05-02 5L 265 mm 138 mm 242 mm 0.8 kg Diesel Yellow ‘

SFDT-10-02 0L 290 mm 184 mm 325 mm 1.3kg Diesel Yellow

Constructed of double-layer HDPE material, strong  Ergonomic handle structure, easy to use. Design for easily fixing the tank with strap.
SFDT-20-02 20L 345 mm 224 mm 395 mm 1.8 kg Diesel Yellow and durable. Allow stacked pack with multiple layers and
prevents tank from moving.

SF2T-05-02 5L 265 mm 138 mm 242 mm 0.8 kg Two-stroke Green STANDARD TANK CONFIGURATIONS

SF2T-10-02 10L 290 mm 184 mm 325 mm 13kg Two-stroke Green Capacity ' Height Weight (DRY)

SF2T-20-02 0L 345 mm 224 mm 395 mm 18kg Two-stroke Green SFGT-12-01 3 Gallon/12 Liter 16.9"(430mm) 11.4"(290mm) 7.3°(185.5mm) 140KG Gasoline Red
Consult factory for other available models SFGT-24-01 6 Gallon/24 Liter 19.7"(500mm) 13.4"(340mm) 9.5"(241mm) 2.35KG Gasoline Red
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BEER PUMP 400 GPH

STANDARD PUMP CONFIGURATIONS

BEER PUMP 400 GPH

STANDARD PUMP CONFIGURATIONS

FEATURES & BENEFITS PUMP FEATURES & BENEFITS PUMP
7.6GPM/32LPM Max Flow Liquid 7.5GPM/29.5LPM Max Flow Liquid
Food Compliant Materials 250°F (120°C) Max. Food Compliant Materials 250°F (120°C) Max.
Transfer Hot and Cold Liquids Inlet/Outlet Ports Transfer Hot and Cold Liquids Inlet/Outlet Ports
Continuous Duty InIe”t Continuous Duty |3n/|:’}MPT PERFORMANCE
Up to 15000 Hours (3)/4tlr\{[lPT Up to 15000 Hours outlet 2 5 10 15 20 25 30 35LPM
utle utle ; h I I iy
Do Not Run Pump Dry 12" MPT Do Not Run Pump Dry V2 MPT 6
PERFORMANCE 18
5 10 15 20 25 30 35 LPM Ls
20 > i s 16
18 14
Ha
L 3.35 [85.0] 8.65 [219.8]
5 T -
16 1/2MPT 0.97 D46] 219 [556] M2 N\ -60Hz
4.33 [110.0] S N =
14 = Z 10 \\ F3 i
ré4 o =) = m 50Hz~*- 2
492 [1250] J2MPT 433 [1100] T o \\._60Hz ol 3/4AMPT ? m g
1/2MPT } S . \ rgn 8|a Q (=) \\ 2
> 097 [246] = Z 10 = ~ 6 5
I m ., N 5
) 0 E . 50Hz- - P < 0 =) ) U\
® E RUAN = \ \\ L1
| — 3 L2 =) = |
059 [150] ‘ 3 = 0 6 z ) 4:0.39[10.0] 470 [19.3] Tﬁ [T14:028 [7.0] 2 i\
g “ . 132 123;5‘167 g 240 [61.0] 0 H 0
5 < 2 DL 1 2 3 45 6 7 8 9 10GPM
= \ \ P 3.50 (89.0] 3.15 [80.0]
4+ 0.39[10.0] 251 [638] | | 240 [61.0 | 2 t
132 [33.5] - 3.15 [80.0 : \
264 [67.0] 7.40 [188.0] 0 l‘ 0
350 [89.0] 17 2 3 45 6 7 8 9 10GPM

SFBPA1-LP-G400-01( Plastic Pump Head ) SFBPAT-LP-G400-01( Plastic Pump Head) SFBPA1-VP-G400-01(Plastic Pump Head ) SFBPA2-VP-G400-01(Plastic Pump Head )
m SFBPA1-LM-G400-01( Metal Pump Head ) SFBPA2-LM-G400-01( Metal Pump Head ) m SFBPA1-VM-G400-01( Metal Pump Head ) SFBPA2-VM-G400-01( Metal Pump Head)
60 Hz 50 Hz 60 Hz 50 Hz 60 Hz 50 Hz 60 Hz 50 Hz
7.6 GPM 32LPM 7.6 GPM 32 LPM 7.5GPM 295LPM 7.5 GPM 295LPM
[ Head | 18ft/8psi 4m 18ft/8 psi 4m [ Head | 18ft/8 psi 4m 18ft/8 psi 4m
[ Power | 109 W 108 W 16 W oW [ Power | 23W mw 130 W 27W
145A 154 A 075A 085A 158A 157A 083A 083A
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Color Box Color Box

AIRCONDITIONINGPUMP 250 GPH PoRrORMANSE AIRCONDITIONINGPUMP 500 GPH e v o

0 5 10 5 20 LPM
1 . 20 ! n
13 r
FEATURES & BENEFITS PUMP 2 FEATURES & BENEFITS PUMP i
P~ 3.5
.. .. 5
* For use with AC system up to 12,000 BTU Liquid = * For use with AC system up to 12,000 BTU Liquid 16
° 0 10 L3 o o
* More than 10,000 hours lifetime 130 °F (54 °C) Max. 0 60Hz * More than 10,000 hours lifetime 130 °F (54 °C) Max. 14 N\ .
T RN S S r
* 5 GPM seawater circulation pump Inlet/Outlet Ports [ N \ r25 2 * 8.5 GPM seawater circulation pump Inlet/Outlet Ports E 12 : \\ 60Hz -
. O \\ m .
* Run dry safe for normal workloads Inlet: s 7 TN L2 @ * Run dry safe for normal workloads Inlet: ; 10 sk N l3 E
" " 6 Y W o, x
* Continuous duty 3/8" NPT & 3/4" NPT ﬁ 5 \ s @ * Continuous duty 3/4" FPT ﬂ 8 \ @
. = \ . N :
* Replaces any brand marine air Outlet: 4 * Replaces any brand marine air Outlet: - 6 AN 2
. \\ 1 B N
conditioning pump 174" NPT 3 : conditioning pump 172" MPT \
2 51
1 Los
1 \ 2
0 0 S 0
o 1 2 3 4 5 6GPM O~ 1 7 5 15 67 8§ 9 10 11 126PM
3/8in-18FPT INLET OR 3/4in-14MPT INLET )
1/4in-18MPT OUTLET i 1/2in-14MPT OUTLET — -
B © ©
Sea water . L llle | ce L 1 Sea water h
£ Outlet —=——  Outlet Flow A/E CTenser COI)I — Outlet —~—— Outlet Flow A/E Cﬂienser Co')l
S E & :f g E il | e & ﬁ
a9 9 i S i
73 g @ Water Line il o3 o Water Line m
= £ 3= o| e
o S €
Y38 = £85
< W Air Conditioning N~ | W Air Conditioning
;-L’%E “\\e\?\o Pump A i I— \“\e\?\o Pump
o~ —
T = @ 1
476in 120mm Seg cock (ball valve) Strainer & == == Seg cock (ball valve) Strainer
) 4in 102.0mm and scoop type  ——e— ‘ 4.76in 121.0mm = ‘ 4in_102.0mm and scoop type
5.6in 142.0mm 6.26in 159mm through-hull'inlet \ 5.6in 142.0mm 7.4in_188.0mm through-hull inlet
STANDARD PUMP CONFIGURATIONS STANDARD PUMP CONFIGURATIONS
Model SFCPA1-G250-01 SFCPA2-G250-01 Model SFCPA1-G500-01 SFCPA2-G500-01
Voltage 115V 230V Voltage 115V 230V
Frequency 60 Hz 50 Hz 60 Hz 50 Hz Frequency 60 Hz 50 Hz 60 Hz 50 Hz
Flow Rate 5GPM 18.5LPM 5GPM 18.5LPM Flow Rate 8.5 GPM 31LPM 8.5 GPM 31LPM
Head 13ft/5.7 psi 2.7m 13ft/5.7 psi 2.7m Head 19ft/8.2 psi 4.3m 19ft/8.2 psi 43m
Power 56 W 56 W 55W 55w Power 115W 110w 110W 105W
Amps Draw 0.99A 1.1A 0.50A 0.56A Amps Draw 1.8A 1.9A 0.9A 0.9A
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Color Box
Color Box

01 Bronze Pump Head 02 Plastic Pump Head

FLEXIBLE IMPELLER PUMPS
MACERATOR PUMP 01 SERIES FEATURES & BENEFITS PUMP MOTOR

Sealed motor design Liquid Temperature Type
FEATURES & BENEFITS PUMP Thermally Protected Motor 140 °F (60 °C) Max. High quality seamless design
Completely new design Liquid Temperature Inlet/Outlet Ports High Quality Efficient Motor Priming Capabilities thatis thermally protected
Sealed motor 140 °F (60 °C) Max. Inlet: Self-priming 4 feet (1.2 m) suction lift Leads
' ) Wire leads
Easy reach knob in case of clogs Power 1.5" (39 mm) Hose Barb Stainless Steel Shaft Power Duty Cycl
) uty Cycle
Run Dry for short periods of time 12 amps max current draw 1.5" (39 mm) Threaded Fitting Great for bilge water that 10 amps max current draw Intermittent
New 4-blade design Weight Outlet: traditional pumps cannot get to Max Pressure Voltage
Thermally Protected 4.9 lbs (2.24 kg) 1" Hose Barb 3m@E8fy 12V/24V
Ignition Protected TYPICAL APPLICATIONS
; 0.23in 2.36in
Bilge pump

P6.00nm | Elnm

Industrial use | |
Water transfer y |@ I
’}_\ A | | i 1/2in FNPT
5 J e £¢ | | ‘
. 25 28 ‘ ‘ |
Knob Blade Impeller e ‘ ‘ / ! -
(0.31") 8 mm | | | &
Optional Accessories —————=< :
. 315 A
2.36in 60mm 80mm
0.23in 1" Hose Barb
6.00mm
1-1/2" NPT Male 5.02in 127.5mm 3.15in 80.0mm 4-@0.24in 6.0mm
1-1/2" Hose Barb 2.36in 60.0mm . 5.0in 127.0mm E
El g A / 5.83in 148.2mm 5 ) s
é § — E @ @ ; g 3.15in 79.9mm g
- £ & g
gl 8 = & E Impeller g g § £ 3 R R
25 gpé (0.31") 8 mm ) 9§ z 3
© BEF I I
| < ‘ ‘ M
3.46in 88mn) ' 3.15in 80mm E @ 1
11.2in 284mm
STANDARD PUMP CONFIGURATIONS
STANDARD PUMP CONFIGURATIONS Model Voltage GPM/LPM Pump Head Impeller Ports Lead Molded Max Draw(A)
Model Voltage GPM/LPM Impeller Ports Lead Molded MaxDraw(A) SFSP1-080-003-01 12V 80/30.0 Bronze Rubber & copper 1/2" FNPT Yes N/A 10.0
Inlet1-1/2" .
SFMP1-120-01 12V 12/45.0 Rubber & Aluminum Barb/1-1/2" NPT Yes N/A 12.0 SFSP2-080-003-01 24V 8.0/300 Bronze Rubber & copper 1/2" FNPT Yes N/A 7.0
Outlet 1" Barb SFSP1-080-003-02 12V 8.0/30.0 Plastic Rubber & copper  3/4" hose barb Yes N/A 10.0
Inlet1-1/2"
SFMP2-120-01 24V 12/45.0 Rubber & Aluminum Barb/1-1/2" NPT Yes N/A 6.0 SFSP2-080-003-02 24V 8.0/30.0 Plastic Rubber & copper 3/4" hose barb Yes N/A 5.0

Outlet 1" Barb
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12LITER 12VOLT KNAPSACK SPRAYERS

SEAFLO 12L 12V knapsack sprayer equipped with replaceable battery, fillable wide neck,
ruggedly closed spray gun, adjustable nozzle, built-in pressure filter, and brass lance. It is

the first choice for spraying and landscape maintenance, especially designed for daily
using. It is a handy and easy alternative sprayer.

Model SFESR-16A-01 SFESR-16B-01 |‘
Capacity 16L 16L
Pump 2.6LPM / 70PSI 2.6LPM /70PSI
Battery 122V /4A 12V /4A .'
Battery Charger 14V /1A 14V /1A l
Water Hose 12M 12M m
|

Pressure Switch (] O - ’ :
Reflux Switch O [ ]
Charging Stand [ ) [ ]

12V ATV SPRAYER AT o o

For SEAFLO ATV Sprayer, there are 15G(50L) and 25G(100L) available. To be used for various scenarios, it equipped with different agricultural pumps

like large flow rate, high pressure, economic etc. All series products are featured with 3 filters. The visible filter is easy to disassemble and clean. High Sprayer Lance ® ®

pressure and large flow versions are equipped with regulating valve. Fan Nozzle P PY

FEATURES & BENEFITS MULTIPLE APPLICATIONS Double Nozzle o o

« Agricultural spray pump with multiple protections * Equipped with flow pressure regulating Small vehicle mounted spraying equipment, GW 6.6KG 6.6KG

 High quality HDPE blow molding barrel valve and pressure gauge which is very suitable for spraying, killing and Length x Width x Height (mm) 330X220X550 330X220X550

* Triple filtration protection * New appearance and shape, more irrigation of lawn, garden and shrub, as well as

@ show “YES”, O show "NO"

suitable for use and more convenient for washing fences, railings, glass, floors, etc

Equipped with 16ft agricultural special hose and

for transportation

=—

battery cable

20LITER 12VOLT KNAPSACK SPRAYERS

20 liter 12 volt rechargeable battery sprayer, wide filling neck, rugged
shut-off gun, adjustable nozzle, built-in pressure filter, brass lance.

The SEAFLO 12-volt knapsack sprayer is a handy and easy alternative sprayer. |
Lance clips into the handle for storage and transport.

sisa |

347mm
347mm

SFESR-20B-01 :|

Model SFESR-20A-01
SFSP-050-012-02/SFSP-050-015-02 SFSP-050-020-02 °e° il
|
Capacity 20L 20L :
e iﬂ% e pump 26LPM /701 26LPM /70PSI - |
N £ ) £ £ = -
& =% A L
5 : == HE Battery 12V /7A 12V /7A J "’
< . = = £§ 2 < < < ?—/) 1
Y R Battery Charger 14V /2A 14V /2A
| 974mm 445mm | 974mm 454mm 478mm | 473mm
Water Hose 12M 12M
SFSP-100-012-02/SFSP-100-015-02 SFSP-100-020-02 SFSP-100-024-02 SFSP-100-045-02
Pressure Regulating Valve o O
STANDARD TANK CONFIGURATIONS Pressure Switch o O |
Model Description Open Flow Shut-off Pressure SSE;S{S‘Z‘Q}Q Matched Pump Pressur\e;;lsgulatlng Reflux Switch @) ()
SFSP-050-012-02 15 Gal (50 1) 1.2GPM/45LPM 60 PSI /4.1 Bar SFSG-S01 SFDP1-012-060-23N NO Charging Stand ® °
SFSP-050-015-02 15 Gal (50 L) 1.5GPM /5.6 LPM 100 PSI /6.9 Bar SFSG-S01 SFDP1-015-100-22N NO R
Handel Switch [ ) [ ]
SFSP-050-020-02 15 Gal (50 L) 20GPM /7.6 LPM 120 PSI /8.2 Bar SFSG-D02 SFDP1-020-120-35N YES
SFSP-100-012-02 25 Gal (1001L) 1.2 GPM /4.5 LPM 60 PSI /4.1 Bar SFSG-SO1 SFDP1-012-060-23N NO Fan Nozzle b ol
SFSP-100-015-02 25 Gal (100 L) 1.5GPM /5.6 LPM 100 PSI / 6.9 Bar SFSG-S01 SFDP1-015-100-22N NO Sprayer Lance L [l
SFSP-100-020-02 25 Gal (100 L) 2.0GPM /7.6 LPM 120 PSI /8.2 Bar SFSG-D02 SFDP1-020-120-35N YES Double Nozzle ) [ J
SFSP-100-024-02 25 Gal (100 L) 24 GPM /9.0 LPM 60 PSI / 4.2 Bar SFSG-D02 SFDP1-024-060-43N YES GW 7.85KG 7.85KG
SFSP-100-045-02 25 Gal (100 L 4.5 GPM /16.8 LPM 60 PSI /4.2 Bar SFSG-D02 SFDP1-045-060-52N YES _ )
( ) Length x Width x Height (mm) 325X260X600 325X260X600

@ show “YES”, O show "NO"
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GENUINE PARTS AND ACCESSORIES

T

WIRE HARNESSES

Item Number Type Length Molded 2-pin connector
A 16 AWG wiring harness with on-off switch car adaptor 95.27" Yes
B 18 AWG wiring car adaptor 11.81" Yes
C 18 AWG wiring 30-amp battery clips 12.80" Yes
D 18 AWG wiring harness with on-off switch, two 30-amp battery clips 98.43" Yes
E 18 AWG wiring harness with on-off switch 92.52" Yes

SPRAYER ACCESSORIES:
SPRAYER GUN

~—

SFSG-DO1

SFSG-D02

P ——

SFSG-D03 SFSG-S01
MODEL DESCRIPTION LENGTH INLET HOSE SIZE
SFSG-DO1 Luxury grip sprayer gun 70 cm 10 mm hose
SFSG-D02 Trigger sprayer gun 78 cm 10 mm hose
SFSG-D03 Motorized spray gun 80 cm 10 mm hose
SFSG-S21 Standard light spray gun 80 cm 10 mm hose

CEif) 2 ot 5@

SPRAYER ACCESSORIES:
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PRESSURE REGULATING VALVE

SPRAYER NOZZLE
SFSN-D1001 SFSN-D2001 SFSN-T1003
Sprayer Nozzle Sprayer Nozzle Sprayer Head
—fixed spray - Dual Fixed Spray - Adjustable
MODEL PORTS PUMP MATERIAL DIMENSIONS N.W.\G.W.
SFPR-21A-01 15/32" QUICK ATTACH 21/22series O -ring Pump head PA&POM 46*34*38cm 90/100g
SFPR-33A-01 1/2"FNPT 33/34/42/51series water pump PA&POM 46*34*38cm 90/100g
SFPR-35A-01 5/8" QUICK ATTACH 35series water pump PA&POM 46*34*38cm 90/1009
SFPR-41A-01 3/4" QUICK ATTACH 41/43/52series water pump PA&POM 46*34*38cm 90/100g

ON/OFF REMOTE CONTROL

SEAFLO 12-volt ON/OFF Remote Control is Ideal for equipment mounted on ATV's, utility vehicles or pickup hitches. Keychain with clip is used to turn off your equipment.

FEATURES & BENEFITS

Extended Wireless Range up to 50meters

Quick Connect Into SEAFLO products Or Wire Into 12Volt Products Up To 20Amps
Turn your 12-volt sprayer or spreader on or off from operator's seat

Easy to install remote control module connect between battery and pump or motor
Kit includes one receiver box and 1remote control

Range can be extending further depend in area, device setup and remote control battery strength

Model

SFRC-12-20-01 12V 20A

Acceptor switch

00—

SEAFLO'
SFRC122001

mm:n-n + -
P
Battery
DC 12V
Black
5 + /
Blue Red  Black

Dimensions N.W/G.W.
172x131x35 mm 0.14/0.12 kg
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GENUINE PARTS AND ACCESSORIES
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21F001 21F002 21F003 21F004 21F005 23F001 23F002 23F003 23F004 23F005
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GENUINE PARTS AND ACCESSORIES

( [ 0

23F006 31F001 35F001 35F002 35F003 35F004 41F001 41F002

41F003 41F004

41S03 51501 52501
- ™ f f}' PUMP FILTERS
% ~ % y ﬁ N v ” g Item Number Size Fitting Type Mesh Size
. 41503 3/4" Male Quick Attach 3/4" Female Quick Attach 50
41F005 41F006  42F001  51F001 51F002 51F003 51F004 51F005 51F008 51F009 51F010 | 17214 MNPT A TR s Pl i %
PUMP FITTINGS 52501 3/4" Male Quick Attach 1/2" Hose Barb 50
Item Nummber Size Fitting Type Material 52502 3/4" Male Quick Attach 1/2"-14 ENPT Inline Filter/Strainer 50
21F001 15/32" X 3/8" Barb HB Elbow Fitting w/ O-Ring PA
21F002 15/32" X 1/2" Barb HB Elbow Fitting w/ O-Ring PA
21F003 1/4" x 1/4" QA TUBE Elbow Fitting w/ O-Ring POM
21F004 15/32" X 3/8" Barb HB Elbow Fitting w/ O-Ring PA
21F005 15/32" X 1/4" Barb HB Elbow Fitting w/ O-Ring PA
23F001 5/8" QA x 3/8" Barb HB Straight Fitting w/ O-Ring PA
23F002 5/8" QA x 3/8" Barb HB Elbow Fitting w/ O-Ring PA
23F003 5/8" QA x 1/4" Barb HB Straight Fitting w/ O-Ring PA
23F004 5/8" QA x 3/8" Barb HB Straight Fitting w/ O-Ring PA
23F005 5/8" QA x 1/2" MNPT MNPT Elbow w/ O-Ring Black Nylon
237006 >/8" QAx1/2" MNPT MNPT Elbow w/ O-Ring Black Nylon 01 Series Pressure Switch 02 Series Pressure Switch 51 New/55/56A Series Pressure Switch
31F001 3/8" MNPT x 3/8"Barb MNPT / HS Straight Fitting w Nylon
35F001 5/8" QA x 3/8" Barb HS Straight Fitting w/O-Ring Nylon Model Number Pressure Range Max Amp. Suitable For
35F002 5/8" QA x 1/2" Barb HS Straight Fitting w/O-Ring Nylon 01 Series Square Pressure Switch 17-100 PSI 15A 21/22/33/41 short/42 short/43 short
35F003 5/8" QA x 3/8" Barb HB Elbow Fitting w/O-Ring Nylon 02 Series SqUareIEressurelswith 17-60 PSI 25 A 41 long/42 long/43 long
35F004 5/8" QA x 1/2" Barb HB Elbow Fitting w/O-Ring Nylon 51 New/52A/55/56A Series Pressure Switch 60 PS| 20 A 51 New/55/56A
41F001 3/4" QA x 1/2" Barb HS Elbow Fitting w/ O-Ring Black Nylon
41F002 3/4" QA x 1/2" MNPT MNPT Elbow w/ O-Ring Black Nylon
41F003 3/4" QA x 1/2" Barb HS Straight Fitting w/ O-Ring Black Nylon
41F004 3/4" QA x 1/2" MNPT MNPT Straight w/ O-Ring Black Nylon
41F005 3/4"QAx 1/2" TUBE Straight w/ O-Ring Black Nylon
41F006 3/4" QA x 3/4" Barb HS Straight Fitting w/ O-Ring Black Nylon
42F001 1/2" ENPTx G 1/2" NPT Standard to G Standard Copper
51F001 1/2" -14 FNPT x 1/2" Barb HSE Barb Straight Fitting POM &PP
51F002 1/2" -14 FNPT x 3/8" Barb HSE Barb Straight Fitting POM & PP
51F003 1/2" -14 FNPT x 1/2" Barb HSE Barb Elbow Fitting POM & PP
51F004 1/2"-14 FNPT x 1/2"-14 MNPT MNPT Elbow Fitting POM & PP
51F005 1/2" -14FNPT x 3/8" Barb HSE Barb Elbow Fitting POM & PP
51F008 1/2" -14FNPT x 3/4" Barb HSE Barb Straight Fitting POM & PP
51F009 1/2" ENPT x1/2" ENPT HSE Barb Straight Fitting POM & PP
51F010 1/2" ENPT x 3/4" MNPT HSE Barb Straight Fitting POM & PP




